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BILL NO. 2006-18
ORDINANCE NO. -

AN ORDINANCE TO ADOPT AN UPDATED VERSION OF THE “LAS VEGAS DOWNTOWN

CENTENNIAL PLAN,” TOGETHER WITH RELATED DEVELOPMENT STANDARDS, AND

TO PROVIDE FOR OTHER RELATED MATTERS.

Sponsored by: Councilman Gary Reese Summary: Adopts an updated version of the Las
Vegas Downtown Centennial Plan, together with
related development standards.

THE CITY COUNCIL OF THE CITY OF LAS VEGAS DOES HEREBY ORDAIN
AS FOLLOWS: o

SECTION 1: Attached to this Ordmance is a document entitled the “Las Vegas
Downtown Centennial Plan,” the essentlal provisions of which were approved by the Planning’
Commission on January 26, 2006. That document (the “Downtown Centennial Plan™), copies of
which shall be on file in the office of the City Clerk and in fhe Planning and Development
Department, is hereby adopted by the City. The Downtown Centennial Plan shall replace and
supersede the document of a similar name that was adopted by Ordinance No. 5238 on July 5, 2000,
and any subsequent amendments thereto.

SECTION 2: The provisions of the Downtown Centennial Plan are deemed to be
consistent with the City of Las Vegas General Plan. To the extent of any inconsistency, the provisions |.
of the Downtown Centennial Plan shall govern. ‘

SECTION 3: Whenever an ordinance or provision of the Municipal Code:

(A) Refers to the Downtown Centennial Plan or the boundaries thereof;

(B)  Was adopted before the adoption of this Ordinance; and

(C)  Survives the adoption of thjé Ordinance, |
the ordinancc or Code provision shall be deemed to refer to the Downtown Centennial Plan and its
boundaries as adopted by this Ordinance. |

SECTION 4: Title 19, Chap;er 4, Section 60, Subsection (B) of the Municipal Code
of the City of Las Vegas, Nevada, 1983 Edition, is hereby amended by deleting therefrom the
subdivision entitled “Las Vegas Downtown Outdoor Dining Standards [DS8].”

SECTION'5: Title 19, Chapter 6, Section 60, of the Municipal Code of the City of
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Las Vegas, Nevada, 1983 Edition, is hereby repealed in its entirety.

SECTION 6: Title 19,lChapter 6, of the Muni.cipal Code of the City of Las Vegas,
Nevada, 1983 Edition, is hereby amended by adding thereto a new section, designated as Section 60,
reading as follows: ‘
19.06.060 DOD Downtown Overlay District
(A)  Intent. The intent of the Downtown Overlay District is to establish special standards for
development within the City’s established urban core. The boundaﬁes of the District shall be
coterminous with the boundaries of the Las Vegas Downtown Centennial Plan, as adopted in 2006,
and as the boundaries may be amended from time to time.
(B)  Design Standards. Development within the Downtown Overlay District shall conform to the
Design Standards (the “Design Standards™), which are included within the Las Vegas Downtown
Centennial Plan and which are adopted and incorporated by this reference. The Désign Standards
(whether published sebarately or not) shall be on file in the Office of the City Clerk and in the
Planning and Development Department. The Design Standards are mandatory and shall apply to any
property and zoning category within the District.” The Design Standards may be amended from time
to time by ordinance or by resolution of the City Council. If the City Council adopts more restrictive
design standards for one or more sub-districts within the Downtown Ovérlay District, those more
restrictive standards shall apply to the sub—district to which they pertain. |
(C)  Special Provisions. In order to encourage the development of a cdmplex, visually interesting
and urbane walkable mixed-use environment, and to encourage transit-oriented development as future
transit routes and stations develop within the Downtown area, properties within the Downtown
Overlay District are exempt from the automatic application of the mandatory maximum building
height, required building setback, maximum lot coverage, residential adjacency, standard landscaping
requirements, and standard parking requirements in Section 19.08.040, Section 19.08.050, Section
19.08.060, Chapter 19.10, and Chapter 19.12. However, the exemption does not prohibit City staff,
the Planning Commission, and the City Council from imposing limitations on the approval of a Site
Development Plan. Site Development Plan applications w1th1n the Downtown Overlay District shall

be evaluated on a case-by-case basis to determine the extent to which those standards shall be
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required. .
SECTION 7: For purposes of Section 2.100(3) of the City Charter, LVMC 19.04.060
is deemed to be a subchapter rather than a section. |

SECTION 8: If any section, subsection, subdivision, paragraph, sentence, clause or
phrase in this ordinance or any paft thereof is for any reason held to be unconstitutional or invalid or
ineffective by any court of competent jurisdiction, such decision shall not affect the validity or
effectiveness of the remaining pbrtions of this ordinance or any part thereof. The City Council of the
City of Las Vegas hereby declares that it would have passed each section, subsection, subdivision,
paragraph, sentence, clause or phrase thereof irrespective of the fact that any one or more sections,
subsections, subdivisions, paragfaphs, sentences, clauses or phrases be declared unconstitutional,
invalid or ineffective.

SECTION 9:  All ordinances or parts of ordinances or sections, subsections, phrases,
sentences, clauses or paragréphs contained in the Municipal Code of the City of Las Vegas, Nevada,
1983 Edition, in conflict herewith are hereby repealed. | _

PASSED, ADOPTED and APPROVED this___ dayof , 2006.

' APPROVED: |

By

OSCAR B. GOODMAN, Mayor
ATTEST:

BARBARA JO RONEMUS, City Clerk
APPROVED AS TO FORM:

Vidbnd 213500

Date
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The above and foregoing ordinance was first proposed and read by title to the City Council on the

day of , 2006, and referred to the following committee composed of

and for recommendation;

thereafter the said committee reported favorably on said ordinance on the _ day of
| , 2006, which was a meeting of said Council; that at said

meeting, the proposed ordinance was read by title to the City Council

as first introduced and adopted by the following vote:

VOTING “AYE™:
VOTING “NAY™:
ABSENT:
APPROVED:
y
OSCAR B. GOODMAN, Mayor
ATTEST:

BARBARA JO RONEMUS, City Clerk

FACMORGAN\CIVIL\agenda items\2006\4-5-06\2006-18.wpd "4‘
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plan

’ The City of Las Vegas Downtown Centennial Plan was

recommended by the Las Vegas Planning Commission on
December 1, 2005.

The Las Vegas City Council adopted the amended Las Vegas
Downtown Centennial Plan document on (month/date/year).
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History of Original Document:
The City of Las Vegas Downtown Centennial Plan was
‘ adopted by CCDC February 17, 2000
adopted by Planning Commission April 27, 2000
adopted by City Council July 5, 2000 by Ordinance #5238
updated:
December 4, 2002 by Ordinance #5550
February 5, 2003 by Ordinance #5566
August 13, 2003 by General Plan Amendment #GPA-2591
‘ November 5, 2003 by General Plan Amendment #GPA-3000
November 5, 2003 by General Plan Amendment #GPA-3130

October 21, 2004 by General Plan Amendment #GPA-5015

FINAL DRAFT 6/21/06




LIST OF CREDITS

o

LAS VEGAS CITY COUNCIL

Oscar Goodman, Mayor

Gary Reese, Mayor Pro Tem, Councilman, Ward 3
Larry Brown, Councilman, Ward 4

Lawrence Weekly, Councilman, Ward 5

Steve Wolfson, Councilman, Ward 2

Lois Tarkanian, Councilman, Ward 1

Steven D. Ross, Councilman, Ward 6

DOWNTOWN
NNIAL PLAN

LAS VEGAS PLANNING COMMISSION
Glenn E. Trowbridge, Chairperson

Steven Evans, Vice Chairperson

Byron Goynes, Commissioner

Ric Truesdell, Commissioner

Leo Davenport, Commissioner

David W. Steinman, Commissioner
Sam C. Dunnam, P.E., Commissioner

CITY OF LAS VEGAS: CITY MANAGER’S OFFICE

Doug Selby, City Manager

Steven Houchens, Deputy City Manager
Elizabeth Fretwell, Deputy City Manager
Orlando Sanchez, Deputy City Manager

CITY OF LAS VEGAS: DEPARTMENT OF PLANNING AND DEVELOPMENT

Margo Wheeler, AICP, Director

Tom Perrigo, AICP, Deputy Director

Flinn Fagg, AICP, Planning Manager

Yorgo Kagafas, AICP, Urban Design Coordinator
Courtney Mooney, Urban Design Coordinator

Rita Schoonmaker, Graphic Artist
Mark House, GIS Analyst

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



TABLE OF CONTENTS

1.  VISION OF DOWNTOWN LAS VEGAS ...cconiirnriinniniiennnennnersesssnsssnses 1
A. Downtown ReNAISSANCE. .....eveerreiirreeerrerreerereererereeesereeresesmenesmenesesenrsussesns 3
B.  Overall History of DOWNEOWR ...cocoeeeeeceeiniereenrrecenrienesenreresesemseensesssesens 5
C.  POlCY CONEEXL.erurerrrrerererniereninersarininieserenesseseseeseesesessstsesesessonsisssssmssesessssas 9
D.  Background of Previous Planning Efforts .....ccc.ccocveenervccrcrninircnninennnn, 12
E.  Applicability of the Plan......cccovirrieeeeieeeeinnnicineneceeeeseseeceresenssseeeenene 13
F. Waiver and Amendment Process. ... 14
II. URBAN DESIGN FRAMEWORK ..cccovvrnriinisiisissessssusssseesssnsssacsssssssssesnne 15
AL GALEWAYS cvevieiiieereiececet ettt et s e e se st st st esae st b sre sttt satsrean e 15
B, ADCROTS oottt eneenes 15
Co SPIME ittt sttt st bbb ses s sttt sensses s ere s nta e senasasesasaons 16
D, LIDKAEES oottt ettt s 17
E. Mixed Use OPpPOTtUNITIES. ...covvverererrerereeeenireereirerreeeneeeessesesesneseresseseseerenens 23
III. URBAN DESIGN GOALS AND OBJECTIVES....ccconnvrerrrencnsnnresssvnscsnns 26
Al LN USEuuiiiiieieee ettt s e s 26
B. UThan FOTM.. ittt ettt ettt st 26
C.  Pedestrian ENVIONMENT ....covevviriricnererriiiniernrerisisisesrersseseseercsessscssrereseenens 26
D.  Image and Character ......ococceeereeeiriereirereieeneeseeeseeresressessassesssesoseseseneses 26
E. Historic Preservation ... o cceerienteseneenieriet et e creeses e sent e oo snene 21
IV. OUTDOOR DINING AND ENTERTAINMENT STANDARDS............. 29
A.  Outdoor Dining and Entertainment Standards: Public Sidewalk Areas...29
B.  Qutdoor Dining and Entertainment Standards: Private Property ............ 32
V. VEHICULAR TRANSPORTATION/ACCESS ....cccovvreersrrersnsssaressrsssrssose 34
V1. DEFINITIONS OF DISTRICTS ...cvvierrsresssvsessssorsasssarssssosossasssasessassssssssse 40
A, District It Office COre.nniiiniiiriieriieeeeierei et vesessees e saesesesassens 40
B. District 2:  Las Vegas Boulevard.......c.c.ocoveniccviinnnnnnnincnennncciennnns 40
C.  District 2a: John S. Park Adjacent Area........cocoeueveeerivereererenierereeresenns 40
D.  District 3: Downtown SOULh ..c.c.evviiiriiecreceeeteieneet et 40
E.  District 3a: 18b The Las Vegas Arts DIStrCt...cveererrneecciverrnircesirienene 41
F. District 4: Union Park......ccoeiveiioiiniiercrceeeevee e seeve e 41
G.  District 5:  Central Casino Core ...cocvveueurvieeenninrieeeseneassessnsessssesas 41
H.  District 6: Northern Strip Gateway......ocooocveeeerrrererrreenereseresernesrerensons 41
L District 72 East Fremon ... ceccevecceriiicneincicventeni e esssaeesseeons 41
]. District 7a: ENtertaiNment...cc..ooceoirierierieieeereriereseieereeesessesassessesessesees 41

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06

'%

v,

DOWNTOWN
ENNIAL PLAN




TABLE OF CONTENTS conTiNUED

111
VIL.DESIGN STANDARDS PER DISTRICT....cccccivieinsvenisrmnnemnsnenssnesssessene 42
A.  Office Core Development Standards .......cccvveveieiririereiererennecemereereerenenens 42
L. Site Planning Standards........o.coveecemeueneennncnceeneerercencrcnannens 42
2. Permitted USES....uovireeeerreeeiererercieiieseveesssassasssssesesesssssesessssssreseas 42
3. Parking and Related Standards......ccooveececercenerinnncccicencnne 44
4, Streetscape StaNdards .......ccvoveeevrreeiieierereirrireer et 47
5. Architectural Standards ........ccocoveceueeirieirerneece e eeenene 49
6. Signage Standards ......cceevervirenirineeerreneieeerecereseseseeeseseesen 49
1. Landscape Standards .........coceveeeerrrerieierrneereniesirenneeeionesererevenens 51
8. Construction Standards........eeeveeereerererernrernerernreersreresosessrereres 51
B.  Las Vegas Boulevard Development Standards.......c.cccoeeveevnccncrerernneccnee 53
1. Site Planning Standards.........ocevveieerenrnienieenenccrninerererereneeenenes 53
2. Permitted USES...cvviererereerrriererireeeereeresenresiesosessseresesensnsesoesens 53
3. Parking and Related Standards.......cc.covceueciommrnorierevcncnnnncnnennae 55
4. Streetscape Standards .......oovceeuiieinneec e 56 ’ NSTe—
5. Architectural Standards ........ecevviriecrieneneniiereeeeee s 51 CENTENNIAL BLAN
6. Signage Standards .....ccceveveieniine e 58
1. Landscape Standards .........cccoceeeeiiieeiieeeieeieeieee e 58
8. Construction Standards..........ceeeeeeverenirieeeeceenniesreneesessesessenns 59
C.  John S. Park AdJacent Area ...c.ccovuevrivirieciieiiieeeteieseneecece et enens 61
L. Site Planning Standards..........ccceeveeeeeninieiinecnrennrinereseeseeeeenens 61
2. Permitted USES.....cverrrieerirrererirereriereereeseneessssesesesesessnssessssssseens 61
3. Parking and Related Standards......cooveevcvceccneiinncicicene 61
4. Streetscape Standards ........ocovvevieienierneeeceee s 64
5. Architectural Standards ......cocoveiveeeiiieeininieerieernn e 65
6. Signage Standards ..o 66
1. Landscape Standards .........cccoeeveveveeeiereicriieeeereiereceeeee s 66
8. Construction Standards...........ceceeveiviereerevereiveinieressesrerereessees 67
D.  Downtown South DISTTCt ..ccuovevvverieererieieeceseieeee v seseessensssenes 69
L. Site Planning Standards.........coovevvevernirriirneiniireeieeneinesesnens 69
2. Permitted USES ..coocvevereiriircenirireresereiinsrsrsssseresesesssssssssessssssnes 71
3. Parking and Related Standards..........ccooeuvveveereeciciiceieeen, 71
4. Streetscape Standards ........o.eeevevivieeeeieiereee et 72
5. Architectural Standards ......c.ocoevveceieiieniieeeeeeen e 14
6. Signage Standards .......cccceeinininniiiee e 74
1. Landscape Standards ..........coceceeieeeiecrieeieeeeeeeee s 74
8. Construction Standards..........coeeveeeveennieriereniineeee e eesenns 75
E. 18b The Las Vegas Arts DiStTict ....e.evveierieereieieerinnnererensosesesensnesssseresenss 11
L Site Planning Standards.......cccoevruvenerirrrererrnnsesenesesce e 71
2. Permitted Land USes.......covcveuerrieeereeeeeisieeieenereesness e renere e esenas 11
3. Parking and Related Standards........ccccoveeverereeeriieennniercreeereennns 81
4. Streetscape Standards ........cooeverviieinerereenee s 82

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



TABLE OF CONTENTS contmvueD \

v
5. Architectural Standards .......cocoevvveerrciiiniereeeeeen s 83
6. Signage Standards ........o..ceurecrereemeieenni e 84
1. Landscape Standards ........cccceveevvcrvmeriniininiiinns 85
8. Construction Standards........cce.ueereimereeteinerineneeesescreenesereesens 86
9. Transit Corridor .oouemiiereriirire e sensaessnassases 87
F. Union Patk DIStIICE ..vcverrieerireeinene e ereeeereseseerereeesesneneseruesesesasneseses 88
1 Site Planning Standards.........coueeveveemeeninerereecnceererennneneseesens 88
2 Permitted Land USeS.......cceieveeeenrnnereierereremeeesensenesescsceescrsseneenens 88
3 Parking and Related Standards........ccccoeeerererrenincieneininiiiinnns 91
4 Streetscape Standards .......cooevreeccreierinnerte e 92
5. Architectural Standards .........ccverereeericenenireneeeeneerenese s 94
6 Signage Standards .......c.cceeeeeerercriieninree s 96
7 Landscape Standards .......coocvceueeeenrencnercceerer s 98
8 C\onstruction Standards....cciveereiieieeeree e e 99
G.  Casino Center Core DIStTCt c.coevrvceiereriirireniiiiiinitcisnscnene e 101
1. Site Planning Standards..........coeceveererereeniveninoneieerercnescerseneernnes 101
2. Permitted USES...coiriciereririeeirieeeirinerenieneseenssiosenesenesesseseseeseneses 101
3. Parking and Related Standards.......ccocevveeueecnnncrercrcncrnccnccinnns 101
4. Streetscape Standards ......ccoeevevireicerereiereen e 104
5. Architectural Standards.........ccoveererrereirenie e enene 105
6. Signage Standards .......c.ceeeveeenerreeeeeineincnere e 106
1. Landscape Standards .........cccccveeverireceeeeinnineneecseeereesneneenene 106
8. Construction Standards.......c.cceveereerererernieninnerererescsrseessesseeenes 107
H.  Northern Strip Gateway District.....occccvrerirrinerniereerercrneseerererereeserereens 109
1. Site Planning Standards..........ccceoeveeeveceririeierereneenecrseresnererererenenes 109
2. Permitted USES.....c.eiciereiereeiereenieieeinrereereeseesaesesesessesssassensaes 111
3. Parking and Related Standards.......cccocvevermecnnrirervieeccncnenennene 111
4. Streetscape Standards .......ccveeeeeeeeienieiree e ererenes 112
5. Architectural Standards .........coceveviirieircnernceeesee e 114
6. Signage Standards .......coceeeiiieriein e 114
1. Landscape Standards ........coeeeeeirereereueienneinesieeeresesesneeeseesenes 114
8 Construction Standards........coceeevveeirrernerrrennriereaescsrsressesonnnes 115
L East Fremont DIStrict co e eeereiniietnecictercteree et seene e 117
1. Site Planning Standards........coceveveeruerenierecnieinereciennccrneenennnas 117
2. Permitted USES ...covivicierriiinieniinieietiiereetsereresieesaseensseesesaesesenes 117
3. Parking and Related Standards........occovereerrecnnnrnenciienccnennnne 117
4. Streetscape Standards ..........eveeveeererenneieiieeeerenaane e erereresenas 120
5. Architectural Standards .......cccovveereeieienierreriree e 121
6. Signage Standards .........cvevrierviieenreee e eieienes 122
1. Landscape Standards ........ccccoeeeerirererereninrnreieneeeeneereseseeveenns 122
8. Construction Standards..........cceeeeeeeereeirivinererieiraessseresesssssens 123

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



TABLE OF CONTENTS contivueD

\"
]. East Fremont Entertainment DiSErict .ooceeeeceeeeeeeieeeeereeercneencreneeesns 125
L. Site Planning Standards..........ovoceceeeereeinirencnccinecerenrereecireenees 125
2. Permitted USES....ovevrerererreerieeeenieseressnsetesesenassncseesenesenesnassosssens 125
3. Parking and Related Standards......ccooeceveerenivinvcnieininiinininnn, 125
4. Streetscape StANdards ......oveeeeereneeeeene e 128
5. Architectural Standards ........cccceererireeereeennenencneeeneeeenenes 129
6. Signage Standards ........coeerereeereriennieie s 130
1. Landscape Standards .........cocoeveieeeveiccrnnenrnereeceeneensennens 130
8. Construction Standards........c.eeeeerrereererereneerninencrcrereeeenecsenen. 131

S DOWNTOWN
NNIAL PLAN

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



- TABLE OF CONTENTS: MAPS

Map 1:
Map 2:
Map 3:
Map 4:
Map 5:
Map 6:
Map 7:
Map 8:
Map 9:

Map 10:
Map 11:
Map 12:
Map 13:
Map 14:
Map 15:
Map 16:
Map 17:
Map 18:
Map 19:

Clark's Las Vegas TOWDSITE ...cuveuriccueueirerrretieieriricreseseesencseesiesesssenas 6
As the Hub of Las Vegas Valley.......cccoeveneremnivcnccnnennrincnnenceeees 7
Downtown Gaming Overlay...........ccceveeeireeneernieieresereseeesesseeens 8
Las Vegas Downtown Centennial Plan Boundary........c.ccceveveveunnennn 10
Downtown DISETICES ...covvveriririiiicn s 11
Downtown Urban Pathway System .. .c.c.cocoeeieivieciennniniiercree 18
Urban Pathway Elements ......ccccovvieevieeiieiiccscceeeerceenn 19
Office Core: Transportation / ACCESS «.oveviveeeverevrerereerereessiesseressases 36
Proposed Bus Rapid Transit (BRT) ROULe .....covevernrerreerirecerieernenn. 37
Office COTe DISITICE cevvuvrereeiieeiriricieietctreereeresesesetseneeese s sonnene 43
Las Vegas Boulevard District.......ceoveeeveeicnirineecnirineeeereecrenerenene 54
John S. Park Adjacent Area......ccovveeuieeernieeeeeieeeeeesee s eserenens 62
Downtown South District . ..o, 70
18b The Las Vegas Arts District....ccocveveveeeuenenieinieenicieeeieeieseneninns 18
UNION Park ..c.ceceriiciiceenieeiccceeenestreier ettt seiene 89
Casino Center Core DIStTiCt..vuiereicirieiviriiiiccicniriicicrevcnieieneinns 102
Northern Strip Gateway District........ccoevivreverriereirerenreenereceneenenns 110
East Fremont DISTTICt c.e.e.veeerrievereeeereneereieeesenereerereeneseseereenesnees 118
Entertainment DIStrict ..o ... 126

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06




TABLE OF CONTENTS: GRAPHICS

vii
Graphic 1:  Downtown Block Pattern .......cocovvvveeviiveiiieieeeecie e 5
Graphic 2:  Proposed Rendering of Entertainment Trail.......cccccoeviveerevereiennnas 22
Graphic 3:  Outdoor DIining......ccceuveveecreninenceeriieenrrinieietnssesenistsssessesseasasssssnss 30
Graphic 4:  Outdoor Dining Barriers.........cooeveievnrrirenirenerereisiesessssossssessnns 30
Graphic 5:  First Street Cross Section......ocvveieeieveveeeeeerereeee e s seveeeneen 35
Graphic 6:  Typical North-South Streets.....c.ccceeercciinvericrnnereeee e 38
Graphic 7:  Typical EastWest Streets ......ccoevrererierreecesiessiiiereeseseeeesesesesenannas 39
Graphic 8:  Standard Alley Treatment.......coeevevieiieieeieeeiereiee e 44
Graphic 9:  Parking Lot Design Standards ................ceoremeeeereeeeeremsseessereeseesesnns 45
Graphic 10:  Parking Structure with Arcades ....oc.ovvvevevivienicereieeeeceeie v 46
Graphic 11: Sidewalks.....c..occveioivirieirieierieeeree st 48
Graphic 12: Building Facade at Street Level......cccovevvveeevereieniiiieieeecereece 50
Graphic 13: Building Massing and Setbacks .........cccevenurrererreinsersiieerereennenas 50

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



'TABLE OF CONTENTS: PHOTOS

Photo 1: Centennial Celebration........cccceuvriiveiricrecnrnnieeiicecrceeenene 1

Photo 2: Aerial of DOWNEOWIL c..cvemrerirreeirirerere ettt 2

Photo 3: Chelsea Premium Outlet Mall .....c.ccocoevvimiiiiiniiiiiicnee, 2

Photo 4: Fremont Street EXPerience ...oeeveees vevnvereencereeninrereeneereseseneesenesasuenes 3

Photo 5: Clark County Government Center..........cevevererieereercvaneernesenssisnsannns 3

Photo 6: Federal Building / U.S. Courthouse........ccoovereeeeeericecereerenncnrcnnnn. 3

Photo 7: World Market Center .....ccvverereecet irieererrrecrcreicsicienesenenicseaes 4 /.‘?:;:;?z.m
Photo 8: Fourth Street Corridor Improvements...........cecreecerceerernreeeneersuennne. 4 | .‘,'..':':,'::;;,, N,
Photo 9: Welcome to Downtown Las Vegas Sign ....cccceeeeveererreeeerenneeniniennees 4 Al

Photo 10:  Lewis Avenue Improvements.......cvue.vovecivieeeienrereeerreneneneneennoensennenes 4

Photo 11:  Hacienda Horse and Rider......cccoooveiieereccrcncccnnicicniciicnnees 16 il PR
Photo 12:  Example of Urban Pathway Element.......ccccovvvecinicivinnncrnncnnnen. 17

Photo 13: 931 Third Street......cocuevenueueiniicriieriiceiresens e 27

Photo 14:  630S. FOUTth SICCE. ... 27

Photo 15:  Railroad Cottages...c..oivvevreerenerinin et seeeseeseeenes 18

Photo 16:  Main Street Historic DIStrict «...ceeveeiireeiiemercnnenvnnieniiniereecnenenee 28

Photo 17:  Sidewalks.....cceeieueiiririiririciereriei e eieienenenans 47

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



. |

I. VISION OF DOWNTOWN LAS VEGAS

On May 15, 2005, Las Vegas celebrated the 100th anniversary of its
founding (Photo 1). The Las Vegas Downtown Centennial Plan (herein-
after “the Plan”) establishes fundamental planning, development, and
land use concepts, and especially urban design standards to guide the
redevelopment of the original core of the burgeoning Las Vegas Valley
beyond its centennial. This plan is a component of the City’s 2020 Master
Plan, and therefore, shares a 20-year horizon for full implementation.

Several major projects are currently in development that will begin to
change the face, and the public’s impressions, of downtown. These projects
will greatly improve the tax base for the City, which will in turn enhance
future redevelopment opportunities. Jobs will be created: construction, pro-
fessional and service employment. This critical mass of thousands of new
workers will foster additional housing development from apartments to lofts
to high-rise condominiums. With the increase in population downtown, new
cafes, restaurants, and supporting commercial uses will emerge. This grow-
ing synergy of uses will create a dynamic, rich, urban environment that will

" PHOTO 1: CENTENNIAL CELEBRATION

+ Mayor Oscar Goodman

. (lower right) and other
prominent Las Vegas
citizens re-enacting the
Las Vegas townsite land
auction.
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promote additional redevelopment and more intense land uses downtown. In 2
addition, the tourism industry continues to grow downtown as evidenced by
the increase in visitors. According to the Las Vegas Convention and Visitors
Authority, an average of 49,651 people visited downtown on a daily basis
in 2003 and this number increased to 58,3868 in 2004. This continuing trend
will create a complex and intriguing pedestrian-oriented 24-hour lifestyle.

The Plan sets forth a long-term strategy to re-establish Downtown Las
Vegas as the region’s premier artistic, cultural, civic, financial and urban resi-
dential center of the valley (Photo 2). Downtown is becoming a destination
that tourists, residents, and business people seek out for its employment and
residential opportunities, ease of access, and unique cultural opportunities. It
will have a high quality of office space, restaurants catering to both daytime and
evening patrons, parks, plazas, streets lined with trees and arcades, hotels, the
historic casinos, artist galleries, theaters, shopping, museums, and perhaps most
importantly, new residential communities and neighborhoods. It remains the
home to Las Vegas City Hall, the Clark County Government Center, regional

courts, federal and civic uses, as well as the new Chelsea Premium Outlet
Mall (Photo 3). The resurgence of activity has generated economic vitality and
helps make Downtown Las Vegas a safe, pleasant place to live, work and play.

' PHOTO 2: AERTAL OF DOWNTOWN LAS VEGAS
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A. DOWNTOWN 3
RENAISSANCE

Downtown Las Vegas has seenits  pygro 4 FReONT STREET EXPERTENCE

first renaissance as a true urban center

for the entire Las Vegas Valley during

the past ten years. The opening of

the Fremont Street Experience in 1995

(Photo 4) marked the beginning of a

series of new development projects and

a succession of rapid, positive changes. ( : D X
: : , (B

The new Clark County Government S
0 Center (Photo 5) was dedicated in 1997,

anchoring the initial redevelopment of

the Union Pacific rail yards and setting & 3 - - DOWNTOWN
NTENNIAL PLAN
a high architectural standard for new VISION

development to follow. The Lloyd
George Federal Courthouse (Photo  pugro 5: CLARK COUNTY GOVERNMENT CENTER
6), dedicated in 2000, continued the
government led trend of exceptional
new architecture. In 2003, The Chelsea
Premium Outlet Mall opened and the

first major downtown residential proj-

ect, Bridger Apartments, was complet-

: ed. In the summer of 2005 the first of ten
0 ‘ phases of the World Market Furniture

. PHOTO 6: FEDERAL BUILDING / U.S. COURTHOUSE
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Project (Photo 7) opened in yet another
landmark building and Soho Lofts, the
first of several downtown high-rise
condominium projects, broke ground.

The City of Las Vegas has in-
vested some 83 million dollars on
downtown public infrastructure proj-
ects between 1995 and 2005. The
Fourth Street Corridor (Photo 8), lined
with palm trees and wide sidewalks,
has been completely rebuilt from Las
Vegas Boulevard to Interstate 515. The
Welcome to Fabulous Downtown Las
Vegas sign (Photo 9) that is surrounded
by a canopy of 222 palm trees marks a
visitors” arrival to downtown from The
Strip. Lewis Avenue has been trans-
formed into a tranquil urban pathway
(Photo 10) and Las Vegas Boulevard
has been beautified with a landscaped
median from one end of downtown to
the other, providing visitors with seam-
less visual continuity from The Strip to
City Hall. This stretch of roadway has
also been designated a State of Nevada
Scenic Byway. The City continues to
plan for the future and will support
private development with additional
right-of-way and streetscape improve-
ments. A downtown urban pathways
corridor, linking key cultural and enter-
tainment uses and the Bus Rapid Transit
linking the Strip through to downtown
will both add new convenient travel
linkage for residents and tourists alike.

PHOTO 7: WORLD MARKET CENTER 4

JOWNTOWN
NNIAL PEAN

ST ON

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



B. OVERALL HISTORY OF DOWNTOWN 5

On May 15, 1905, the Union-Pacific Railroad founded Las Vegas as a
commercial real estate venture. The railrcads’ realtor laid out an original
grid of 40 blocks, each 300 by 400 feet, long-wise along the eastside of the
train tracks, and sold off lots via an auction. A 20-foot wide alley broke most
blocks in half, and the halves were generally sub-divided into 16, 25-foot lots,
each 140 feet deep (32 lots to the block maximum) (Graphic 1). The railroad
station sat proudly in a park on the west side of Main Street and at the head
of Fremont Street (the site of today’s Union Plaza Hotel/Casino). The rail-
roads’ employees were the first occupants of the new town. Fremont Street
was parceled up to be the main commercial street, running east-west against
the grid. North-south streets ran parallel to Main and number First, Second,
Third, and so on moving eastward. However, Fifth Street has since become
Las Vegas Boulevard, extending “The Strip” northward into Downtown Las

- . . .. DOWNTOWN
Vegas. East-west streets were named for famous folks who were influential in ENTENNIAL TLAN

the founding of Nevada (Map 1). A mix of residential and commercial uses, RIREEEISICRIN
including gambling halls and saloons quickly sprung up in this bare, dusty
desert town. The City was incorporated under State of Nevada Statutes in 1911.

., GRAPHIC 1: ORIGINAL DOWNTOWN BLOCK PATTERN AND SMALL PARCEL LAYOUT
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Downtown Las Vegas has a rich legacy of business, commerce, entertain- 7
ment, lodging and culture. It ranges from the founding of the First State Bank
of Las Vegas on the corner of First and Fremont Streets in 1905 to the ultra,
high-tech entertainment spectacular of today’s Fremont Street Experience.
Downtown Las Vegas has long served as the hub of the entire Las Vegas Region
(Map 2). Over the last generation though, office development has dispersed
to new suburban centers like Summerlin and Green Valley. The original block
pattern, and especially the small parcel layout, presents the greatest challenge
for downtown redevelopment. Many 25 and 50-foot wide lots still remain
across downtown under separate ownership. Modern development seldom
happens in 25-foot wide increments. The smallest parcels feasible for cur-
rent development standards are larger than a half block, with many on a full
block or larger. In 1996, the City Council, in an effort to reduce the artificially

" ‘ high land values recommended several blocks be removed from the Gaming
Enterprise Overlay District (Map 3). The Nevada State Legislative body
concurred with the recommendation and removed the said blocks in 1997.

N
PLAN

I O N

MAP 2: DOWNTOWN AS THE HUB OF THE LAS VEGAS VALLEY Map shows downtown at center of current

urban growth boundary at crossing of the
| |

region’s major interstate
highways
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C. POLICY CONTEXT FOR DOWNTOWN LAS VEGAS

Within the context of the Plan, Downtown Las Vegas shall be defined as
the geographic area generally contained within the boundaries of the southern
parcels along I-515 on the north, western parcels along Sixth Street on the east,
Sahara Avenue on the South and Interstate-15 on the west, and extending along
East Fremont Street to Charleston Boulevard (Map 4). The centerline of Sahara
Avenue is the boundary between the City of Las Vegas and unincorporated Clark
County. This land area, approximately one-half mile wide and one and one-half
miles long and nearly 1200 acres, is divided into seven unique districts (Map 5):

1) Office Core;

2) Las Vegas Boulevard/John S. Park Adjacent Area;
3) Downtown South/18b The Las Vegas Arts District;
4) Union Park;

5) Central Casino Core;

6) Northern Strip; and

7) East Fremont Entertainment District

This area of study is the central portion of the City of Las Vegas
Downtown Redevelopment Area, but excludes the Redevelopment Agency’s
surrounding local neighborhood centers that are not a part of this plan.

The seven planning districts within this study area are defined by the
predominant type and intensity of land uses, general architectural character,
and qualities of the streetscape within them. Most of the districts are linked
together by Las Vegas Boulevard commonly called “The Strip” to the south or
“The Boulevard” as it passes through the City and beyond its northern limits.
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D. BACKGROUND OF PREVIOUS PLANNING EFFORTS

Efforts to competitively reposition Downtown Las Vegas began in
April 1986 when the City of Las Vegas Downtown Redevelopment Agency
(DRA) engaged the consulting firm of Laventhol and Horwath, CPA, of Los
Angeles, to prepare a development analysis and strategy for Downtown
Las Vegas. The policies in that plan and strategies enabled the DRA to
react to developer proposals as they were presented. Those strategies pre-
dominated until 1993 when the DRA Board of Directors sought to establish
a more proactive stance to the redevelopment efforts of Downtown Las
Vegas. The firm of Trkla, Pettigrew, Allen & Payne, Inc. (TPAP) was engaged
to update the agency’s comprehensive plan and redevelopment strategy.

Building upon the urban planning goals and framework provided in the
1993 TPAP study, the Denver office of the urban planning/design firm, EDAW,
Inc. (in consultation with the market research firm, Growth Management, Inc.,
real estate development advisors, Keyser Marston Associates, Inc., and transpor-
tation consultant, TDA, Inc.) drafted an urban design master plan for the City of
Las Vegas, City Manager’s Office. EDAW’s draft plan was adopted by Resolution
of the City Council on October 2, 1996, as “draft design guidelines” only. The
EDAW plan was intended to translate the TPAP urban planning and framework
goals into a plan for future improvements, and to establish appropriate land
use configurations in conjunction with design standards for image, character,
landscaping, building massing, pedestrian systems, and public open space.

The City Centre Development Committee, CCDC, was formed by the
City Council in late 1997 to oversee redevelopment activities in Downtown Las
Vegas. City of Las Vegas Planning and Development Department staff, with the
advice and consent of the CCDC Downtown Implementation Sub-Committee,
edited, redrafted, and completed the Plan on February 2, 2000. The Plan was
adopted by a resolution of the CCDC Board of Directors on February 17, 2000.
CCDC recommended adoption of the plan to the Planning Commission and
City Council, and Ordinance 2000-49 adopted The Las Vegas Downtown
Centennial Plan on July 5, 2000, as a General Plan Amendment (GPA).

Subsequent amendments have occurred in 2002, 2003 and 2004. Ordinance
5550 adopted December 4, 2002 updated the overall design standards for the
Plan. GPA 2591 adopted on August 13,2003 established the official boundaries
of the Arts District and specific design standards to be followed within those
boundaries. GPA-3000 adopted on November 5, 2003 added the urban trail

LAS VEGAS DOWNTOWN CENTENNIAL PLAN
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objectives and locations to the Plan. Also on November 5, 2003 a revision was
made to the Arts District section expanding the district two blocks south to
Colorado Avenue, updating the design standards for the district and re-defining
the Office Core boundaries. On October 21,2004 City Council adopted GPA 5015
which established Las Vegas Boulevard as an urban trail with the Scenic Byway
Overlay. Future additions and refinements will occur as the Plan matures.

E. APPLICABILITY OF THE PLAN

The Las Vegas Downtown Centennial Plan conforms to the 2020 Las
Vegas Master Plan. The Las Vegas Downtown Centennial Plan super-
sedes and replaces the Downtown Urban Design Master Plan as adopted
by Resolution as “Design Guidelines” by City Council on October 2, 1996.

The Las Vegas Downtown Centennial Plan complements and co-
ordinates with the new Downtown Overlay District, Title 19.06.060
of the City of Las Vegas Zoning Code, as adopted March 1997 and
amended thereafter, and was incorporated therein by Ordinance 2000-49.

The Las Vegas Downtown Centennial Plan complements and co-
ordinates with the Redevelopment Plan for the Downtown Las Vegas
Redevelopment Area, as adopted March 5, 1986, and amended thereafter.

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06

13




F. WAIVER AND AMENDMENT PROCESS

1. Waiver.

a. Requirements.
Waivers to the Design Standards contained within the Las Vegas Down-
town Centennial Plan may only be granted by the City Council with
clear and convincing evidence for demonstrated economic hardship
or to further the City's redevelopment efforts.

b. Land Use.
No waivers can be granted for permitted Land Uses.

c. Decision and Appeal.
A decision by the Planning Commission to deny a waiver application
becomes final and effective at the expiration of 10 days after the date
of the decision unless, within that period, the applicant appeals the
decision to City Council by written request filed with the City Clerk.

2. Amendments.

a. Amendment(s) to the Standards outlined within the Las Vegas Down-
town Centennial Plan may be made via the Text Amendment pro-

Cess.

LAS VEGAS DOWNTOWN CENTENNIAL PLAN
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II. URBAN DESIGN FRAMEWORK

The Urban Design Framework establishes the following urban design
concepts and general urban planning principles for Downtown Las Vegas:

A. GATEWAYS

Entry points to important places are largely ceremonial in nature, symboli-
cally marking the point of passage from ore district into another. Las Vegas
has several entry points into the downtown area, some of which are not now
distinctively delineated. The gateways into downtown will receive special
treatment, including landscaping, lighting, signage, and other related improve-
ments as funds become available. This will make them distinctive within the
urban environment and establish a civic presence and sense of pride for visi-
tors, workers and residents of downtown. Secondary gateways between the
various districts and surrounding neighborhoods will also feature physical
improvements of landscaping, lighting, and signage to announce that transition.

One important gateway feature has been installed at Fourth Street
and Las Vegas Boulevard. It consists of the Welcome to Fabulous
Downtown Las Vegas neon sign in a garden-like canopy of date palms.

18b The Las Vegas Arts District Neighborhood Association has identi-
fied four locations to highlight as gateway entries into the district. The four
locations are Charleston Boulevard at Las Vegas Boulevard, Charleston
Boulevard near Main Street, Fourth Street at Colorado Avenue and Main
Street near Hoover Avenue. It is anticipated that each of the seven dis-
tricts will develop gateways and characters of their own in due course.

B. ANCHORS

Las Vegas is world renown for its casirnos and entertainment. The Plan
builds upon that status in its delineation of substantial casino districts, perpetu-
ating an image, character, and history that are uniquely Las Vegas. In down-
town, the historic Central Casino Core District along Fremont Street to the north
and the Northern Strip Gateway District centered by the Stratosphere Tower to

LAS VEGAS DOWNTOWN CENTENNIAL PLAN
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the south form two distinct areas of landmark status. The visual prominence
of the Stratosphere Tower as the compass point for the Las Vegas Valley and
the classic Las Vegas casinos nestled into the urban fabric along Fremont Street
Experience provide downtown with two entertainment and activity anchors.

C. SPINE

Las Vegas Boulevard is the downtown identity street. The Boulevard
south of downtown is simply known as “The Strip.” Lined with casinos and
characteristic brilliant signage, it has established Las Vegas’ image like no other
urban element. The Plan utilizes that imagery by extending the landscape
north into Downtown Las Vegas and building upon the legacy of The Strip,
thereby forging a new identity for downtown. Las Vegas Boulevard forms the
major north-south spine thru downtown. Through landscape improvements,
right-of-way width expansion, lighting, signage, and urban design standards,
it has become a key urban design and orientation element for downtown.

Akey, unifying, element along the Las Vegas Boulevard is the restoration
and display of historic neon signs along the landscaped median. The famous
Hacienda Horse and Rider (Photo 11) sets the standard to be followed and is
located at the Fremont Street intersection. When completed, there will be at
least one-restored historic neon sign on each block of Las Vegas Boulevard
between Sahara Avenue and Washington Avenue. Restored signs will also be
found along various urban pathways
such as the Arts Trail along First Street.

The Las Vegas Boulevard por-  PHOTO 11: HACIENDA HORSE AND RIDER
tion known as “The Strip,” was des-
ignated by the Federal Highway
Administration as a National Scenic
Byway and an All-American Road, in
1996. The City has applied for similar
status for that portion of Las Vegas
Boulevard from Sahara Avenue on the
south to Washington Boulevard on the
north that falls within the City limits.
The first step in the process was the
designation by the State of Nevada and
that was completed in November 2001.

LAS VEGAS DOWNTOWN CENTENNIAL PLAN
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PHOTO 12: EXAMPLE OF URBAN PATHWAY ELEMENT

D. LINKAGES

Linking the seven districts of downtown Las Vegas with one another and
with points outside of downtown is very important. Major vehicular linkages
exist that connect important places in the City including anchors such as the casino
districts, landmarks, neighborhoods, public uses, and private developments.
A system of linkages that bolsters the integration of uses and overall design
characteristics of downtown is the urban pathway system (Map 6). This system
connects the various cultural amenities located throughout downtown by a
pedestrian friendly network of streets with enhanced features (Map 7). Away
finding system will assist visitors in locating these downtown amenties. The
City, along with the Regional Transportation Commission (RTC) and the Nevada
Department of Transportation (NDOT), continues to widen and improve
roadways entering downtown and throughout the surrounding Las Vegas Valley.

The RTC proposes a Bus Rapid Transit (BRT) to downtown as an extension
of the monorail system that was recently completed to Sahara Avenue.
Additionally, a regional fixed guideway rail transit system connecting the
Nevada State College in Henderson to the proposed UNLV north campus in
North Las Vegas, passing throught the Strip corridor and downtown Las Vegas,
is being studied. Recent discussions suggest that the first phase of the Transrapid
High-Speed Train, which shall ultimately connect Downtown Las Vegas to Los
Angeles and Anaheim, California, could well move ahead in the next few years
with federal support for at least the first phase connecting Las Vegas to Primm,
Nevada. The development of these systems, the continuation of Greyhound
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bus service, and the necessary relocation of the Downtown Transportation center
for the CAT bus system to a larger site creates the opportunity to develop a
multi-purpose Downtown Transportation Hub, or Intermodel Transportation
Center. Such a center could serve as an obvious linkage between downtown
and the Union Pacific site (referred to as Union Park within the context of the
Plan), and include substantial parking, retail and commercial facilities. The
series of eleven approved urban trails will complement this system of linkages.

Paralleling Las Vegas Boulevard to the west, Fourth Street serves as a
secondary south-to-north one-way linkage between the two established casino
anchors. This street features unique paving, landscaping, and lighting elements.
As a secondary gateway route to downtown, it relieves traffic congestion on Las
Vegas Boulevard and connects directly to an Interstate 515 entry ramp on the north.

Lewis Avenue has been developed into the primary east-west pedestrian
corridor for the revitalized Office Core District. The In-Town Office Building
and the possible public-private re-use of the historic Fifth Street School complex
present tremendous opportunities. The new Centennial plaza features a farmers
market on occassion. The Lloyd George Federal Court House and the Regional
Justice Center act as anchors for the District and are connected via Lewis Avenue.

First Street, from Boulder Avenue to Fremont Street Experience, will be
developed as the Arts Urban Trail and will functionas amajor pedestrianlink between
18b The Las Vegas Arts District and the Fremont Street Experience located within
the Central Casino Core District. Widened sidewalks and an enhanced pedestrian
experience shall contribute to the revitalization of this central downtown area.

Fremont Street Experience, running between Main Street and Las
Vegas Boulevard, serves as a major east-west pedestrian connection, linking
most major downtown casinos together and providing a pleasant, themed
entertainment and strolling environment. This last link of the Monorail Trail
leads directly into the Entertainment Trail that begins on the east side of Las
Vegas Boulevard. The Fremont Street Experience is a major local landmark
and downtown destination center with it high-tech canopy providing
entertainment by night and shaded, breezy streetscape for daytime strolling.
Strong consideration shall be given to creating a pedestrian and visual linkage
to the Union Park site as it develops to the west of the Fremont Street Experience
and the Office Core District. The same emphasis will be placed east of the
Experience as a way to link with the East Fremont Entertainment District.

The six-block area abutting Fremont Street between Las Vegas Boulevard
and 8th Street was designated the city’s East Fremont Entertainment

LAS VEGAS DOWNTOWN CENTENNIAL PLAN
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District on October 2, 2002 by Ordinance 5521. Nightclubs with live
entertainment and no gaming shall dominate this area of downtown and
compliment the Central Casino Core District. The Entertainment Trail
(Graphic 2), part of the Urban Pathways System, begins at Las Vegas
Boulevard and proceeds east to Eighth Street where it turns and goes south
terminating at the Las Vegas Academy’s new cultural productions theater.

Apivotal linkage in downtown shall occur on Casino Center. It shall anchor
the alignment of an initial BRT and eventually a rail transit system, linking
downtown to the Strip to the south and potentially to McCarran International
Airport and continuing to Henderson. Stations scheduled along Main Street
shall benefit the Fremont Street Experience, Office Core and the Arts District.
Main Street shall continue to serve as an alternate route for local north-south
downtown traffic. The corresponding Monorail Trail will further the pedestrian
connection between the Districts as a component of the Urban Pathways System.

The Scenic Byway Trail along Las Vegas Boulevard connects all districts
but Union Park together. This trail, which is currently a part of the Nevada State
Scenic Byway program, may soon become part of the National Scenic Byway
program. This is the only urban trail that has its own overlay attached to it. Once
completely updated, Las Vegas Boulevard will provide an enjoyable, safe, clean
and exciting pedestrian experience for both tourists and local residents alike.

A network of cultural and recreational pocket parks (Urban Pathways)
are proposed to be linked by pedestrian corridors and trails (Map 6). This
network will provide the amenities that are found in traditional central parks,
but will be located in a dispersed pattern throughout the downtown. The
pedestrian linkages should be relatively simple and inexpensive corridors
that could include widened sidewalks, well-designed streetlamps, banners,
occasional trees, benches and trash receptacles. The recreation pockets could
include small, fenced areas for doggy aerobics, tot lots, human chess, handball
courts, small areas with walls for practicing tennis, perhaps even putting areas.

The net effect of all linkage systems and improvements shall result in drawing
people from one place to another, improving the image and character of the area,
and consequently encouraging a greater use of Downtown Las Vegas in its entirety.

LAS VEGAS DOWNTOWN CENTENNIAL PLAN
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GRAPHIC 2: PROPOSED RENDERING OF THE ENTERTAINMENT TRAIL (SEE MAP 6)
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E. MIXED USE OPPORTUNITIES

Creating a broad diversity of land uses in Downtown Las Vegas is key to its
future success as an activity center and vital urban regional hub. It will have a
hearty balance of cultural, residential, office, civic, retail, and light industrial areas.

Residential Neighborhoods: The success of downtowns across the country

often depend upon integrating residential communities in, among, and
adjacent to the downtown area. Las Vegas has a great opportunity to
integrate a stronger residential community into the future of Downtown
Las Vegas by building upon the existing infrastructure already in place.
The City has approved plans for building some 18,000 residential units
over the next few years within downtown Las Vegas. The creation and
strengthening of neighborhoods is essential. It needs more than just the
development of housing types that may focus inwardly without integrat-
ing to the physical and social structure of the surrounding community.
Creating a neighborhood would include providing improved police
protection, parks, schools, community centers, shopping, and other
similar uses. The successful integration of residential development into
Downtown Las Vegas will require focus on efforts in a specific area, such
as the Arts District to establish a critical mass, and then transitioning
to other areas one District at a time. Individual projects will build
upon previous efforts, and the whole of the community will be built
over time, utilizing the momentum gained from the earlier successes.

Parks and Open Space: Many downtowns across the nation are recognized for

their formal public open space, such as William Penn'’s four urban greens
breaking the grid of Philadelphia, Washington Square in Manhattan's
Greenwich Village, and Boston’s Common. Over the next few years, the
City will pursue the creation of a series of small urban park spaces linked
by trails and enhanced pedestrian streetscapes to expand the livability of
Downtown known as "Urban Pathways." The City’s acquisition of the
1933 United States Post Office Building at Stewart and Third allowed the

creation of Frank Wright Plaza. This is the first public green space to be-

created in downtown in many years. Many new trails have been created
to link the various downtown districts and attractions together (Map 6).

Hotels & Casinos: Casino use is of particular importance to the history

and character of Las Vegas. Downtown must ensure its role in the
casino enterprise that is so much a part of local culture and national

LAS VEGAS DOWNTOWN CENTENNIAL.PLAN

FINAL DRAFT 6/21/06

23

URBAN DESIGN

FRAMEWORK




folklore. The downtown casino areas not only preserve the history 24
and culture that has already been established, but ensure vitality and
synergy among existing and future casinos. The casino areas delin-
eated in the Plan illustrate areas that build upon and preserve those
historical patterns while providing the opportunity for future expansion.

Government Offices: Downtown Las Vegas is host to the City Hall complex,

Regional Justice Center, Federal Courthouse and Detention Center. Other
City and County offices are currently dispersed across downtown with
the Clark County Government Center a featured anchor in the Union
Park District site. A new City Hall building being proposed on the
Union Park site would provide an opportunity for another open space
gathering point in downtown. Any new government facilities will be
LEED certified and display a high quality architectural prominence
that will continue to set an example for the private sector to emulate.

Office Core: Downtown Las Vegas remains the government and office core for

NNIAL PEAN
BAN DESIGN

the region despite the enormous growth of the outer suburbs. This area

FRAMEWORK

consists primarily of office uses with the majority of large-scale, class A
office space centered in the northern half of the district. This is considered
the central business district of the valley. It is home to both government
and corporate office uses and support retail, restaurant, and other service
uses necessary to complete an active Office Core. The southern half of
the district has smaller scaled office uses with predominantly single users
in renovated structures or small office buildings. High-density residen-
tial development is also expected within this portion of the Office Core.

Light Industrial/Service Commercial: Along the existing railroad cor-

ridor is a mix of industrial and commercial services such as automo-
tive services, paint shops, light manufacturing, laundry/cleaners,
copy centers, and similar types of uses. The relationship to the rail-
road tracks and the freeway system nearby will continue to sup-
port light industry as well as facilitate commercial development in
transitional areas near Industrial Road and other arterial streets.

Union Park: The former Union Pacific railroad site to the west of the Office
and Casino Districts was rezoned in 1998 to Planned Development (PD),
from its former Industrial (M) zoning. The City anticipates a variety of
land uses developing on the site including non-gaming hotels, retail,
high-rise condominiums, apartments, and a medical complex along
with other mixed-use projects. Pedestrian linkages to Fremont Street
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Experience and the Office Core will be very important to the City: Union 25
Park will function as a natural extension of the existing downtown to
enhance the businesses that already exist there. A tremendous oppor-
tunity is now emerging to develop an intermodal transportation center
that would link together the fixed guideway, trans-rapid high-speed
train, and the CAT bus system with other existing forms of transporta-
tion. Such a station will also serve as a bridge between Fremont Street
Experience or the Office Core and Parkway Center. The new Chelsea
Premium Outlet Mall and the World Market Center are the first major
successful projects to generate a large volume of traffic near this District.
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III. URBAN DESIGN GOALS AND OBJECTIVES 26
A. LAND USE:

1. Create retail and other pedestrian-friendly uses on the ground floor of
buildings;

2. Create a clear definition of the districts in and around downtown for
a more consistent, managed design character;

3. Encourage new housing opportunities and types; and

4. Encourage a diverse land use pattern within the guiding framework
of long-term vitality and economic growth.

B. URBAN FORM:

1. Bring building facades to the property line/sidewalk edge;

2. Require parking structures to have ground-floor retail and fagade
treatments with appropriate architectural finishes; LI

3. Develop districts with consistent and cohesive architectural massing, GOALlJSRz\?HSffIIE&TI\/ES
establishing development standards for building heights and street-

DOWNTOWN
PLAN

wall formation;

4. Capitalize on recent development momentum created by the opening of
the World Market, Chelsea Premium Outlet Mall, the Regional Justice
Center and Lloyd George Federal Courthouse.

C. PEDESTRIAN ENVIRONMENT:

1. Create streetscapes that provide safety, comfort, and interest for
pedestrians;

2. Establish a network of urban trials, open spaces and linkages that will
further the city's Urban Pathways System concept;

3. Encourage a network of arcades throughout downtown.

D. IMAGE AND CHARACTER:

1. Enhance the overall image of downtown through improvements at gate-
ways, primary urban trial corridors, civic plazas, and open spaces;

2. Develop an alley beautification and management plan;

3. Establish a sense of place both within each District and in the Down-
town as a whole.
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E. HISTORIC PRESERVATION: 27

1. Consider any building(s) or structure(s) over 50 years old as historic
with legitimate value as contributors to an urban sense of place and
diverse housing and professional building fabric.

2. Preserve historic buildings and structures whenever possible by in-
corporating existing historic fabric into new designs and development
plahs.

3. Consider the sale or donation and transportation of an historic
building(s) or structure(s) to another site before demolition if the
building(s) or structure(s) cannot be incorporated into a new design.

4. Design infill development within the downtown area and historic
districts to be contextual with the surrounding historic urban fabric.

5. Enhance the urban pathway system for residents and visitors by capi-
talizing on the architectural character of historic buildings and sites to

create linkages and heritage destinations. TN T

AN DESIGN

R8.
GOALS & OBJECTIVES

PHOTO 13: 931 THIRD STREET

Successful example of infill development and office conversion of historic home.
Historic elements of the facades retained while massing of new addition kept to
the rear of the building.

PHOTO 14: 630 S. FOURTH STREET

Successful downtown infill design that remains contextual with the
surrounding historic area by retaining historic elements such as
brick, decorative iron, multi-light windows and small scale entrance
features.
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PHOTO 15: RAILROAD COTTAGES

To make way for the Club Renaissance high-rise
development on Casino Center Boulevard and
Bonneville Avenue, three historic railroad cottages
dating from 1909 were moved to the Las Vegas
Springs Preserve in 2005. Other cottages were
dismantled for the restoration of the three intact
cottages. The project was completed with the
considerable assistance and cooperation from

the developers of Club Renaissance, non-profit
organizations, and the City of Las Vegas.

28

PHOTO 16: PROPOSED MAIN STREET HISTORIC DISTRICT

As part of a program for creating economic
incentives for the development of the Las Vegas
Arts District, a National Register Historic District
was recommended to encourage the rehabilitation
of buildings in the district by providing a 20%
investment tax credit for rehabilitations that meet
federal standards. Unlike a local historic district,
a National Register district has no constraints or
additional review processes.

DOWNTOWN

URBAN DESIGN

ALS & OBJECTIVES

The completion of the Main Street Historic District
nomination is pending approval by the National
Register of Historic Places in the first quarter

of 2006. The district includes Main Street from
Garces Avenue on the north to Wyoming Avenue
on the south, and is roughly two to four blocks
wide, is historically significant for its industrial,
warehousing and retail development that peaked
during World War II until the 1960s.
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IV. OUTDOOR DINING AND ENTERTAINMENT
STANDARDS

A. OUTDOOR DINING AND ENTERTAINMENT
STANDARDS: PUBLIC SIDEWALK AREAS.

The standards of this subsection apply to outdoor dining that occurs or is pro-
posed to occur within public sidewalk areas. For the purposes of this subsection,
the term “outdoor dining” and “outdoor dining area” refer to dining within the area
of a public sidewalk or similar pedestrian area, unless the context refers otherwise.

1. Objective and Intent.

The objective of establishing the Outdoor Dining Standards is to pro-
mote pedestrian-friendly use of public sidewalks and similar pedestrian
areas in connection with providing economic opportunities for ground floor
retail. The Outdoor Dining Standards have been developed to ensure that
the space used for outdoor dining is consistent with the general design of
the public right-of-way and to allow for adequate pedestrian circulation.
The Outdoor Dining Standards are also intended to guide applicants with
the design of outdoor dining areas, establish or enhance an identifiable
sense of place, create a comfortable and interesting pedestrian environ-
ment, maintain a continuous and visible pedestrian activity between nodes
and building anchors, and provide minimum standards for beautification.

2. Standards.

Outdoor dining otherwise permitted within the underlying zoning
district may be permitted to take place within a sidewalk area or similar
pedestrian area, but only in accordance with the Outdoor Dining Standards.

a. Location. Outdoor dining may occur only as an accessory use to an

eating establishment and may be permitted only in the public sidewalk
or similar pedestrian area immediately adjacent to the front of the estab-
lishment. The dining area may not extend beyond the boundaries of the
abutting property and shall not be located in a manner that interferes
with the building egress and ingress as required by the International
Building Code (IBC). No outdoor dining area may be located within
twenty feet of an intersection or within ten feet of a driveway or alley.
Where approved by the Department of Public Works, outdoor dining
in a public sidewalk or similar pedestrian area may occupy up to two
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thirds of the total width of the sidewalk or available pedestrian area. 30
In the case of a sidewalk or similar pedestrian area up to fifteen feet
wide, there shall remain a minimum pedestrian clearance of five feet.
For sidewalks or similar pedestrian areas with a greater width, the
minimum pedestrian clearance is eight feet. This minimum clearance
area must occur between any outdoor dining and a continuous line that
represents where sidewalk or pedestrian area obstructions are located.
Such obstructions include without limitation tree planters, landscape
planters, street furniture, streetlight poles, utility poles, fire hydrants,
signposts, and permitted news racks (Graphic 3).

b. Barriers. Outdoor dining and seating areas shall be free of any per-
manent barriers or other structures that create physical separation
between the dining area and areas of public sidewalks. Nothing shall

. be attached temporarily or permanently to the sidewalk. This includes
’ furniture, umbrellas, planters, etc. (Graphic 4).
c. Roofing. Will be addressed on a case-by-case basis.
d. Furniture. All furnishings within an outdoor dining area shall be

DINING

movable and made of sturdy, durable and commercial grade material.
They shall be designed to complement the design theme of the business.
Ordinary plastic lawn chairs and tables and similar furniture are not
acceptable.

e. Trash Enclosures. Trash receptacles are not permitted within the
outdoor dining area or the adjacent public sidewalk.

GRAPHIC 3: OUTDOOR DINING LOCATION GRAPHIC 4:  OUTDOOR DINING BARRIERS
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f. Lighting. Lighting, when provided, shall be shielded and of low watt-
age so as to illuminate only the outdoor dining area and so as to avoid
producing glare that has a negative impact on pedestrian traffic. The
design of the light fixtures shall be compatible with the architectural
theme of the building and business.

g. Storage of Furniture and Equipment. All outdoor furnishings related
to an outdoor dining area shall be stored inside during non-business
hours of operation. Non-permanent landscape planters may remain
outside.

h. Maintenance. QOutdoor dining areas shall be kept in good state of
repair and maintained in a clean, safe and sanitary condition. Any
item of furniture or equipment that is broken, rusting, degraded, torn,
or tattered shall be removed promptly. The outdoor dining area must
be swept and mopped every night after closing.

i. Music and Live Entertainment. Music and Live Entertainment are
permitted as an accessory amentity. No dancing, cover charge or
minimum drink will be permitted. Any music or entertainment will

comply with applicable noise ordinances and standards.

3. Approval Process.

a. In order to qualify for the approval of any encroachment permit or
agreement that may be necessary to operate outdoor dining, the ap-
plicant must first obtain approval of a site development plan in ac-
cordance with the following provisions:

¢ The approval process under Title 19 for outdoor dining is that
of a Minor Review of Site Development Plan pursuant to LVMC
19.18.050(F).

* Following a required pre-application conference, a committee
shall review the proposal and the committee shall be comprised
of:

1) The Director of Planning and Development or a designee;

2) The Director of Public Works or a designee; and

3) The Director of the Office of Business Development or a
designee.

b. Thé committee may approve an application for outdoor dining ad-
ministratively if the committee finds that the proposal is consistent
with the Las Vegas Downtown Centennial Plan and complies with
the Outdoor Dining Standards. The committee, in its sole discre-
tion, may also impose additional conditions upon the approval in
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f

order to further the goals and objectives of the Las Vegas Downtown

'Centennial Plan. Approved outdoor dining locations shall be subject
to both ongoing and complaint-based inspections. In accordance with
LVMC 19.18.050(1), approval, and noncompliance may form the basis
of non-renewal or revocation of a business license. '

B. OUTDOOR DINING AND ENTERTAINMENT
STANDARDS: PRIVATE PROPERTY.

1. Applicability.

The standards of this subsection apply to outdoor dining or outdoor
seating areas that occur or are proposed to occur on private property. For the
purposes of this subsection, the terms “outdoor dining or outdoor seating”
and “outdoor dining or seating area” refer to an unenclosed dining or seating
area on private property.

2. Objective and Intent.

The objective of establishing Outdoor Dining and Outdoor Seating Area
Standards for private property is to promote a use that enhances a pedestrian-
friendly environment and adds to the vitality and livability of the downtown

area.

3. Standards.

When otherwise permitted within the underlying zoning district, outdoor
dining or outdoor seating on private property may be permitted to take place
in accordance with the following standards:

a. Location. Outdoor dining may occur only as an accessory use to a
Restaurant establishment, and shall only be permitted on private prop-
erty, except as otherwise allowed under this section. Outdoor seating
areas may be a permitted accessory to Urban Lounges in 18b The Las
Vegas Arts District, or accessory to Tavern-Limited establishments in
the East Fremont Entertainment District. The outdoor dining or seat-
ing areas shall not extend onto adjacent properties or rights-of-way.
The outdoor dining or seating areas shall not be located in a manner
that interferes with building egress and ingress as required by the
International Building Code (IBC).
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b. Barriers. Outdoor dining and outdoor seating areas on private prop- 33
erty shall have a permanent or temporary railing or other similar
barrier to define the area and to prevent encroachment onto adjacent
properties or rights of way.

c. Furniture. All furnishings within an outdoor dining or seating area
shall be made of sturdy, durable and commercial grade material, and
shall complement the design theme of the business. Ordinary plastic
lawn chairs and tables and similar furniture is not acceptable.

d. Lighting. Lighting, when provided, shall be shielded and of low
wattage so as to illuminate only the outdoor dining or seating area so
as to avoid producing glare that has a negative impact on surround-
ing properties or rights-of-way. The design of the light fixtures shall
be compatible with the architectural theme of the building and busi-
ness.

e. Maintenance. Outdoor dining or seating areas shall be kept in a good
state of repair and maintained in a clean, safe and sanitary condition.

DOWNTOWN
Any item of furniture or equipment that is broken, rusting, degraded, . PLAN
DINING STANDARDS

torn, or tattered shall be removed promptly.

f. Music and Live Entertainment. Music and Live Entertainment are
permitted as an accessory amenity. Any music or entertainment shall
comply with applicable noise ordinances and standards.

4. Approval Process.
Outdoor dining and outdoor seating areas on private property require the

approval of a Site Development Plan. The approval process shall be as listed
under Title 19.18.050(F), “Minor Review of Site Development Plans.”
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V. VEHICULAR TRANSPORTATION / ACCESS

The Central Transportation / Access Plan (Map 8) illustrates the primary vehicu-

lar network considerations for the Central Core area of downtown. Graphics

6 and 7 provide a cross section view of the typical street layout for downtown.

Of particular note are the following strategies:

a.
b.

Keep street closures to a minimum where possible.

Incorporate the proposed BRT and fixed guideway transit system
along Casino Center with stations along Casino Center near Fremont
Street Experience, Bonneville Street and Charleston Boulevard.

. North-south streets will have a mix of palm trees and shade trees and

a uniform streetscape (Graphic 6).

. East-west streets will consist of shade-tree lined streets (Graphic 7).
. Establish shared parking structures to provide the opportunity of

common shared facilities that generate pedestrian movement between
parking and land uses.

Boulder Street will be closed to vehicular traffic and become a pedes-
trian-only public plaza featuring public art.

. First Street will be reduced to one lane in each direction. Sidewalks

shall be ten (10) feet wide with chokers located at all intersections.,
not including the five foot (5') amenity area. Parking will be parallel
on both sides of the street (Graphic 5).

. The Regional Transportation Commission has proposed a Bus Rapid

Transit (BRT) route and fixed guideway rail system for downtown to
be implemented in the near future (Map 9).
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GRAPHIC 6: TYPICAL NORTH-SOUTH STREETS (EXCEPT MAIN STREET, CASINO CENTER, FOURTH STREET AND LAS VEGAS BOULEVARD) 38
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GRAPHIC 7: TYPICAL EAST-WEST STREETS (EXCEPT STEWART AVENUE, OGDEN AVENUE, CLARK AVENUE, BONNEVILLE AVENUE AND FREMONT STREET) 39
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V. DEFINITION OF DOWNTOWN DISTRICTS 40

For the purpose of this Plan, Downtown Las Vegas has been divided into
seven distinct and recognizable districts (Map 4). Each district has a particular
variety of land uses, density, and urban characteristics demonstrated by the
existing building fabric it contains and the redevelopment opportunities it
presents. All seven districts are small enough to be walkable enclaves unto
themselves, yet the continuity of general design standards and streetscape de-
sign will weave them together into a continuous downtown urban experience.

District 1: Qffice Core — The Office Core District, which contains a concentration

of legal and court-related professional functions, is the primary focus of
the District. It is bound by the eastern edge of the Union Pacific Railroad
right-of-way on the west, the centerline of Bridger Avenue between the
tracks and properties on the west side of Las Vegas Boulevard on the
north, the western property line of properties on Las Vegas Boulevard
to Garces on the east, and the centerline of Garces Avenue on the south.

District 2: Las Vegas Boulevard - The Las Vegas Boulevard district creates

the spine for most of the districts and is the primary tourist commer-
cial and entertainment-directed link between The Strip, Downtown
and its varied Districts. The District is generally defined to include
the Las Vegas Boulevard right-of-way and all those properties adjacent
thereto with frontage on both the west and east sides of the right-of-way.

District 2a: The John S. Park Adjacent Area - The standards are guided
by the Historic John S. Park Neighborhood Plan; the area is de-
fined on the west by the centerline of Las Vegas Boulevard, the

east by the eastern properties of Las Vegas Boulevard, Charleston
Boulevard on the north and Oakey Boulevard on the south.

District 3: Downtown South — The downtown South District is a mixed-use area

containing a wide variety of land uses and density of existing utilitarian
buildings. The District is bound by the eastern edge of the Union-Pacific
Railroad right-of-way on the west, the centerline of Garces Avenue on
the north, the western property line of the properties on the western side
of Las Vegas Boulevard to Wyoming on the east, and the centerline of
Wyoming Avenue on the south. The District also includes the two block
area bounded by Garces and Hoover on the west side of Sixth Street.
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District 3a: "18b" The Las Vegas Arts District —is surrounded by the Downtown 41
South District but has its own standards. The District is bound by the
western edge of properties on the west side of Main Street on the west
to Charleston Boulevard and then the centerline of Commerce Street on
the west, the centerline of Hoover Avenue on the north, properties on the
east side of Fourth Street to the south side of Colorado Avenue on the
east, and then the properties on the south side of Colorado for the south.

District 4: Union Park - Union Park District encompasses a large part of the

former Union Pacific railroad yards and once was the center of Las Vegas’
industrial area. It is poised to become the heart of the expanded downtown
urban area and is bounded by Interstate 15 on the west, Interstate 515 on
the north, the centerline of Grand Central Parkway to Bonneville Avenue,
then Bonneville Avenue to the Union Pacific Railroad right-of-way on
the east and then the centerline of Charleston Boulevard on the south.

District 5: Central Casino Core — The Central Casino Core is home to the classic OO

L PLAN

and historic Las Vegas casinos of Glitter Gultch. It is bounded by the east-

DEENTIONS & BOUNDIRIES

ern side of the Union-Pacific Railroad Right-of-way on the west, Interstate
515 on the north, the western property line of the properties on the west
side 8th Street to Bridger on the east and then the centerline of Bridger
on the south. Properties along Las Vegas Boulevard are exempt from this
district and must adhere to the Las Vegas Boulevard District standards.

District 6: Northern Strip Gateway — The Northern Strip Gateway is centered by

the Stratosphere Tower Hotel and Casino. The boundary is the centerline
of Sahara Avenue on the south, the east side of the Union-Pacific Railroad
Right-of-Way on the west, the centerline of Wyoming Avenue on the north
and the properties on the west side of Las Vegas Boulevard on the east.

District 7: East Fremont — The East Fremont District is the traditional

area of the downtown. The boundary is the centerline of Las Vegas
Boulevard on the west, the centerline of Odgen Avenue to Fifteenth
Street, then the properties on the north side of Fremont Street for the
north, the centerline of Eastern Avenue on the east and the proper-
ties on the south side of Fremont Street to Fifteenth Street and then
the centerline of Carson Avenue to Las Vegas Boulevard on the south.

District 7a: The East Fremont Entertainment District — The East Fremont

Entertainment District anchors the western section of the East Fremont
District and is bound by the centerline of Las Vegas Boulevard on the west,
the centerline of Ogden Avenue on the north, the centerline of Seventh
Street on the east and the centerline of Carson Avenue on the south.
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V1. DESIGN STANDARDS PER DISTRICT

A: OFFICE CORE DEVELOPMENT STANDARDS
(MAP 10).

1. Site Planning Standards.

a.

Setbacks.

Front: 70% of the first story fagade shall align along the front property
line. Arcades, shade structures, or civic amenities such as plazas and
courtyards may satisfy this requirement.

Corner Side: 70% of the first story facade shall align along the front
property line. Arcades, shade structures, or civic amenities such as
plazas and courtyards may satisfy this requirement.

Side: No side yard setback is required.

Rear: No rear yard setback is required.

. Lot Coverage.

Lot coverage shall be limited only by setback requirements.

Height.

Height limits are not automatically applied as called for in Title
19.08.

. Service Area.

Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall orient away
and be screened from public view.

. Utilities.

Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. Inno
case shall they be located along the street frontage of the project.

All power lines shall be located underground from the nearest street
access to the project site.

Alleys.

Alleys that are not abandoned with new development shall be
redeveloped to conform to the standard alleyway treatment (Graphic
8).

. Encroachments.

No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.

2. Permitted Uses.
Per Title 19.04.010 Land Use Table.
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GRAPHIC 8: STANDARD REQUIRED ALLEYWAY TREATMENT. ' 44
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3. Parking and Related Standards.

o

Title 19.10 Parking Standards are not automatically applied.

g

. Handicapped Parking,.

Per Title 19.10(G).
Loading.

o

Per Title 19.10.020 Loading Standards are not automatically applied.

[=

. Parking Screening.
When parking lots face public streets, ornamental screen and landscap-
ing shall be incorporated (Graphic 9).

[¢]

. Parking Structures.
Parking structures shall have ground level retail, office and / or restau-
rant space incorporated into the design of the structure. Such structures
shall have no front or corner side setback (Graphic 10).
Exterior walls of all parking structures shall be designed as part of the
architectural form of the primary and/or the surrounding buildings
and shall incorporate the same materials, finishes and proportions of
the primary building.
Where parking structures do not incorporate ground level retail, office
and/or restaurant space then a ten-foot landscaped setback is required.
Said setback shall have sufficient enough landscaping as to block the
parking structure from view at the pedestrian level.
f. Temporary Parking.
When a development requires a temporary parking lot (up to 36
months), a solid parking surface and streetscape amenities are required,
but the interior landscaping requirements may be waived by filing a
Minor Review of Site Development Plan {Title 19.18.050F(2)}.
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GRAPHIC 9: PARKING LOT DESIGN STANDARDS 45
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. GRAPHIC 10: PARKING STRUCTURE WITH ARCADE AND CAFES 46

g. Parking Lot Development Standards.
All off-street surface parking lots shall be paved and include access
aisles and driveways. Surface treatments including paving and strip-

ing shall be maintained in good condition at all times.
Surface parking lots shall provide a minimum of one shade tree for
every six spaces in landscaped islands and / or on the perimeter of the
lot. A minimum of ten square feet of landscaped surface area must be
provided for each parking space.
Bumpers or tire stops shall be provided for all parking stalls heading
into a sidewalk, landscaped area, street, or alley. Each shall be installed
at a minimum of two-feet from the beginning of said sidewalk, land-
scaped area, street, or alley.
Parking spaces directly adjacent to buildings are forbidden.
All new developments shall provide and install light fixtures, benches,
trash receptacles and tree grates in accordance with the Las Vegas
Downtown Centennial Plan area models and specifications. Placement
and spacing of light fixtures shall be as directed by Public Works.

h. Parking Lot Access.
When possible, adjacent parcels requiring access drives shall share a
common centrally located access drive.
Wherever a driveway is abandoned, the owner shall remove all drive-
way pavement and approach, re-install curb and gutter, and landscape
the area to match the adjacent landscaping/streetscape.

i. On-Street Valet Parking.
On-Street Valet parking is permitted within the Centennial Planning
area. Requests for an on-street valet parking permit must be made

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



in writing and shall be accompanied by a filing fee to the City Traffic 47
Engineer. A right-of-way usage fee may also apply. The City Traffic

Engineer is solely responsible for issuing on-street valet permits with

conditions that are in the best interest of the City and the general safety

of the public.

4. Streetscape Standards.

a.

PHOTO 17: SIDEWALKS

Southern Live Oak, Shoestring Acacia or
| African Sumac were chosen due to their
i low water use, rapid growth ability and

expansive shade canopy as shown in this

photo.

Right-of-Way Improvements.

All streets shall have a five foot amenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11).

The surface of the sidewalk should appear as a consistent pattern. At
the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.

The entire 10-foot width of public right-of-way sidewalks shall not
exceed a 2 percent slope.

. North-South Streets. FWNTOWN

Major north-south streets (Main, Casino Center, Fourth, and Las DES‘G,I,\QRgif}ﬁ\;QARDS
Vegas Boulevard) shall be designed thematically with Deglet-Noor

Date Palms or similar type palms as the primary landscape element.

Said trees shall be 25 feet or greater in height and be spaced at 30-feet

increments. Southern Live Oak, Shoestring Acacia or African Sumac

shade trees may be provided between the palm trees with a minimum

height of 15-feet.

All other north-south streets shall only have shade trees (Photo 16).

. East-West Streets.

East-west streets shall be designecl thematically with Southern Live
Oak, Shoestring Acacia or African Sumac shade trees as the primary
landscape element. Said trees shall be 36-inch box trees at 15 to 20 feet
intervals.
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d. Flood Control Development Stanclards. 48

When the finished floor elevation of the ground floor of a building

must be raised above the grade of the adjacent public sidewalk due to

flood control purposes, any stairs or ramps to the new finished floor

elevation must be accommodated on private property and not within

the public right-of-way in order to maintain a consistent 10’ feet wide |

public sidewalk. Said stairs or ramps should be accommodated within

an exterior arcade or similar architectural feature (Graphic 11).

" GRAPHIC 11: SIDEWALKS Street
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€. Bus Turnouts.
Charter bus drop-off areas shall be provided in close proximity to the
entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.
As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.
f. Other Improvements.
Supporting landscape and streetscape improvements shall be in-
corporated into the streetscape design including lighting, and other
landscape elements such as freestanding planters, planter boxes and
hanging baskets.
Streetlights and decorative pedestrian lights shall be incorporated into
any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic
operations and must meet City of Las Vegas Department of Public
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Works standards. Pedestrian lights should be placed in a clear geomet-
ric pattern with regular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.

4. Architectural Design Standards.

a.

Roofs and rooftops shall be designecl with consideration to views from
above. No highly reflective materials or cdntrasting colors shall be
used. All mechanical equipment shall be screened from street level
and surrounding building views.

. Anarticulated roofline and / or an articulated cornice shall be designed

as a major feature at or near the top of all new buildings and be con-
tinuous on all sides (Graphic 12).

. Extended, blank, expressionless walls at the street level shall be pro-

hibited. The use of expression lines and expression zones utilizing
materials, colors, and/ or relief shall be required in the pedestrian zone
to create visually interesting facades (Graphic 13).

. The use of arcades, awnings and canopies on the ground floor of a

building is required unless waived by City Council as part of a site
development plan review. An encroachment agreement with Public
Works is required.

. The main entry of the building from the street shall be appropriately

articulated in the architectural design of the building. This shall be
accomplished through change in materials, colors, and/or the amount
of detailing around the entry; having the entry slightly recessed or
protruding from the primary building line; and/or through the use
of canopies or awnings, etc. (Graphic 13).

Reflective or tinted glass shall not exceed 60 percent of the overall
exterior enclosure of any building. Reflectivity of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass or
non-reflective tinted glass with a visible light transmittance of about
60 percent shall be used on ground floors in all pedestrian-oriented

areas.

6. Signage Standards.

a.

The design, installation, and maintenance of all signs shall be in full con-
formance with Title 19.14, Sign Standards as revised and amended.
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'+ GRAPHIC 12: BUILDING FACADE AT STREET LEVEL

GRAPHIC 13: BUILDING MASS
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7. Landscape Standards. 51

a. Alllandscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centennial Plan then Chapter 14.11 will
prevail.

b. Landscape and irrigation plans may be combined on the same draw-
ing with required Site Development Plan when lot coverage allows
for perimeter landscaping.

c. AtStaff’s direction, perimeter landscaping may be required depending
on the design of the project and it’s relationship to the lot and/or the
surrounding area.

d. Where perimeter landscape is required, the minimum requirement
will be one 24” boxed tree every 20 feet on center with four (5) gallon
shrubs per each required tree. :

e. Ground covers shall be installed in all landscaped areas. Non-veg-
etative ground covers shall include, but not be limited to, rocks and

Al

.. . . DESIGN STANDARI
small stones, and crushed rock to a minimum depth of two inches in PER DISTRICT

all areas.

f. When a project is proposed with turf in it’s landscape design it will be
limited to a maximum of 25% of total landscaped area for commercial
and industrial projects and a maximum of 30% for a multi-family
project.

g. The clustering of plant material into groups of three or more plants is
encouraged.

h. All landscape and irrigation plans shall be prepared and stamped by
a registered Architect, Landscape Architect, Residential Designer or
Civil Engineer.

i. The owner, developer and occupant of the property are jointly and
severally responsible for maintaining or assuring the ongoing main-
tenance of installed landscaping so that the landscaping continues to
thrive.

j- All landscape located within the public right-of-way shall have an
encroachment agreement from Public Works prior to installation.

8. Construction Standards.

a. Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

b. Construction Fences. Construction fences within the Las Vegas
Downtown Centennial Plan area shall be subject to the requirements
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listed in Title 19.18.100, “Temporary Commercial Permit.” In addition

to the requirements listed in Title 19.18.100, the following standards

shall also apply:

1. Any exposed plywood utilized for construction fencing shall be
painted. Where chain link fercing is utilized, a privacy screen
shall be utilized so as to screen and protect passersby from the
construction activities.

2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4. Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
be designed per International Building Code Chapter 33, Section
3306 and permitted through the Building Department. Sidewalk
closures with pedestrian detouring will not be permitted in lieu of
the walkway canopy unless authorized by the City Traffic Engi-
neer.

c. Construction and Real Estate Signs. Permits for construction and real
estate signs shall be issued in accordance with Title 19.14. In addition,
the following standards shall apply:

1. Construction signs shall be located on the same site as the approved
development, or on the same site: as an approved construction yard
for that specific development. Real estate signs may be located on
the same site as the approved development, or on the same site as
an approved Temporary Real Estate Sales Office where allowed.

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate signs may be located directly on con-
struction fencing. In such cases, the minimum setback requirements,
maximum area requirements, minimum clearance requirements,
and maximum number requirements shall not be automatically
applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.
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B: LAS VEGAS BOULEVARD DEVELOPMENT
STANDARDS (MAP 11).

1. Site Planning Standards.

a.

Setbacks. ‘

Front: 70% of the first story fagade shall align along the front property
line. Arcades, shade structures, or civic amenities such as plazas and
courtyards may satisfy this requirement.

Corner Side: 70% of the first story fagade shall align along the front
property line. Arcades, shade structures, or civic amenities such as
plazas and courtyards may satisfy this requirement.

Side: No side yard setback is required.

Rear: No rear yard setback is required.

. Lot Coverage.

Lot coverage shall be limited only by setback requirements.

. Height.

Height limits are not automatically applied as called for in Title
19.08.

. Service Area.

Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall orient away
and be screened from public view.

. Utilities.

Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. Inno
case shall they be located along the street frontage of the project.

All power lines shall be located underground from the nearest street
access to the project site.

Alleys.

Alleys that are not abandoned with new development shall be rede-
veloped to conform to the standard alleyway treatment (Graphic 8).

. Encroachments.

No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.

2. Permitted Uses.
Per Title 19.04.010 Land Use Table.
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3. Parking and Related Standards. 5 5

a Title 19.10 Parking Standards are not automatically applied.
b. Handicapped Parking,.
Per Title 19.10(G).
c. Loading,.
Per Title 19.10.020 Loading Standards are not automatically applied.
d. Parking Screening.
When parking lots face public streets, ornamental screen and landscap-
ing shall be incorporated (Graphic 9).
e. Parking Structures.
Parking structures shall have ground level retail, office and/ or restau-
rant space incorporated into the design of the structure. Such structures
shall have no front or corner side setback (Graphic 10).
Exterior walls of all parking structures shall be designed as part of the
architectural form of the primary and/or the surrounding buildings
and shall incorporate the same materials, finishes and proportions of

the primary building.
Where parking structures do not incorporate ground level retail, office
and/ or restaurant space then a ten-foot landscaped setback is required.
Said setback shall have sufficient enough landscaping as to block the
parking structure from view at the pedestrian level.

f. Temporary Parking.
When a development requires a temporary parking lot (up to 36
months), a solid parking surface and streetscape amenities are required,
but the interior landscaping requirements may be waived by filing a
Minor Review of Site Development Plan {Title 19.18.050F(2)}.

g. Parking Lot Development Standards.
All off-street surface parking lots shall be paved and include access
aisles and driveways. Surface treatments including paving and strip-
ing shall be maintained in good condition at all times.
Surface parking lots shall provide a minimum of one shade tree for
every six spaces in landscaped islands and/or on the perimeter of the
lot. A minimum of ten square feet of landscaped surface area must be
provided for each parking space.
Bumpers or tire stops shall be provided for all parking stalls heading
into a sidewalk, landscaped area, street, or alley. Each shall be installed
at a minimum of two-feet from the beginning of said sidewalk, land-
scaped area, street, or alley. '
Parking spaces directly adjacent to buildings are forbidden.
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Allnew developments shall provide and install light fixtures, benches, 56
trash receptacles and tree grates in accordance with the Las Vegas
Downtown Centennial Plan area models and specifications. Placement
and spacing of light fixtures shall be as directed by Public Works.

h. Parking Lot Access.
When possible, adjacent parcels requiring access drives shall share a
common centrally located access drive.
Wherever a driveway is abandoned, the owner shall remove all drive-
way pavement and approach, re-install curb and gutter, and landscape
the area to match the adjacent landscaping/streetscape.

i. On-Street Valet Parking,
On-Street Valet parking is permitted within the Centennial Planning
area. Requests for an on-street valet parking permit must be made
in writing and shall be accompanied by a filing fee to the City Traffic
Engineer. A right-of-way usage fee may also apply. The City Traffic
Engineer is solely responsible for issuing on-street valet permits with
conditions that are in the best interest of the City and the general safety

of the public.

4. Streetscape Standards.

a. Right-of-Way Improvements.
All streets shall have a five foot amenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11).
The surface of the sidewalk should appear as a consistent pattern. At
the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.
The entire 10-foot width of public right-of-way sidewalks shall not
exceed a 2 percent slope.

b. North-South Streets.
Las Vegas Boulevard shall be designed thematically with Deglet-Noor
Date Palms or similar type palms as the primary landscape element.
Said trees shall be 25 feet or greater in height and be spaced at 30-feet
increments. Southern Live Oak, Shoestring Acacia or African Sumac
shade trees may be provided between the palm trees with a minimum
height of 15-feet.

c. Flood Control Development Standards.
When the finished floor elevation of the ground floor of a building
must be raised above the grade of the adjacent public sidewalk due to
flood control purposes, any stairs or ramps to the new finished floor
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elevation must be accommodated on private property and not within 57
the public right-of-way in order to maintain a consistent 10 feet wide
public sidewalk. Said stairs or ramps should be accommodated within
an exterior arcade or similar architectural feature (Graphic 11).
d. Bus Turnouts.
Charter bus drop-off areas shall be provided in close proximity to the
entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.
As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.
e. Other Improvements.

1
QAR
LR
s,
L \\ .
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Supporting landscape and streetscape improvements shall be in- sl
corporated into the streetscape design including lighting, and other o
landscape elements such as freestanding planters, planter boxes and
hanging baskets. —
Streetlights and decorative pedestrian lights shall be incorporated into )E\S D ARDS

PER DISTRICT

any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic
operations and must meet City of Las Vegas Department of Public
Works standards. Pedestrian lights should be placed in a clear geomet-
ric pattern with regular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.

5. Architectural Design Standards.

a. Roofs and rooftops shall be designed with consideration to views from
above. No highly reflective materials or contrasting colors shall be
used. All mechanical equipment shall be screened from street level
and surrounding building views.

b. An articulated roofline and /or an articulated cornice shall be designed
as a major feature at or near the top of all new buildings and be
continuous on all sides (Graphic 12).

c. Extended, blank, expressionless walls at the street level shall be
prohibited. The use of expression lines and expression zones utilizing
materials, colors, and/ or relief shall be required in the pedestrian zone
to create visually interesting facades (Graphic 12).

d. The use of arcades, awnings and canopies on the ground floor of a
building is required unless waived by City Council as part of a site
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development plan review. An encroachment agreement with Public
Works is required.

. The main entry of the building from the street shall be appropriately

articulated in the architectural design of the building. This shall be
accomplished through change in materials, colors, and/ or the amount
of detailing around the entry; having the entry slightly recessed or
protruding from the primary building line; and/or through the use
of canopies or awnings, etc. (Graphic 12).

. Reflective or tinted glass shall not exceed 60 percent of the overall

exterior enclosure of any building. Reflectivity of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass or
non-reflective tinted glass with a visible light transmittance of about
60 percent shall be used on ground floors in all pedestrian-oriented

areas.

6. Signage Standards.

a.

All applicable standards and procedures in Chapter 19.06 that govern
the Scenic Byway Overlay District shall apply.

. Illumination. Atleast 75% of the total sign surface areas for that devel-

opment (excluding awning signs) must consist of illuminated signage,
in the form of neon signs, animated signs, or a combination thereof.
Off-premise Signs. Off-premise signs are not permitted within the Las
Vegas Boulevard Scenic Byway Overlay District.

. Maintenance. The owner and operator of each sign are jointly and

severally responsible for ensuring that appropriate sign maintenance
occurs and that damaged or nonfunctional signs and lighting are
promptly repaired and made functional.

. Along-term goal is to restore historic neon signs in partnership with

the Neon Museum and install them within the median along Las Vegas
Boulevard.

7. Landscape Standards.

a.

All landscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centennial Plan then Chapter 14.11 will
prevail.

b. Landscape and irrigation plans may be combined on the same draw-

ing with required Site Development Plan when lot coverage allows
for perimeter landscaping.
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c. AtStaff’s direction, perimeter landscaping may be required depending 59
on the design of the project and it’s relationship to the lot and/or the
surrounding area.

d. Where perimeter landscape is required, the minimum requirement
will be one 24” boxed tree every 20 feet on center with four (5) gallon
shrubs per each required tree.

e. Ground covers shall be installed in all landscaped areas. Non-veg-
etative ground covers shall include, but not be limited to, rocks and
small stones, and crushed rock to a minimum depth of two inches in
all areas.

f. When a project is proposed with turf in it's landscape design it will be
limited to a maximum of 25% of total landscaped area for commercial
and industrial projects and a maximum of 30% for a multi-family
project.

g. The clustering of plant material into groups of three or more plants is
encouraged.

h. All landscape and irrigation plans shall be prepared and stamped by

a registered Architect, Landscape Architect, Residential Designer or

Civil Engineer.

i. The owner, developer and occupant of the property are jointly and
severally responsible for maintaining or assuring the ongoing main-
tenance of installed landscaping so that the landscaping continues to
thrive.

j. All landscape located within the public right-of-way shall have an
encroachment agreement from Public Works prior to installation.

8. Construction Standards.

a. Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

b. Construction Fences. Construction fences within the Las Vegas
Downtown Centennial Plan area shall be subject to the requirements
listed in Title 19.18.100, “Temporary Commercial Permit.” In addition
to the requirements listed in Title 19.18.100, the following standards
shall also apply:

1. Any exposed plywood utilized for construction fencing shall be
painted. Where chain link fencing is utilized, a privacy screen shall
be utilized so as to screen and protect passersby from the construc-
tion activities.
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2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4, Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
be designed per International Building Code Chapter 33, Section
3306 and permitted through the Building Department. Sidewalk
closures with pedestrian detouring will not be permitted in lieu of
the walkway canopy unless authorized by the City Traffic Engi-
neer.

c. Construction and Real Estate Signs. Permits for construction and real
estate signs shall be issued in accordance with Title 19.14. In addition,
the following standards shall apply:

1. Construction signs shall be located on the same site as the approved
development, or on the same site as an approved construction yard
for that specific development. Real estate signs may be located on
the same site as the approved development, or on the same site as
an approved Temporary Real Estate Sales Office where allowed.

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate signs may be located directly on con-
struction fencing. In such cases, the minimum setback requirements,
maximum area requirements, minimum clearance requirements,
and maximum number requirements shall not be automatically
applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.
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C: JOHN S. PARK ADJACENT AREA (MAP 12).

1. Site Planning Standards.

a.

Setbacks.

Front: 70% of the first story facade shall align along the front property
line. Arcades, shade structures, or civic amenities such as plazas and
courtyards may satisfy this requirement.

Corner Side: 70% of the first story fagade shall align along the front
property line. Arcades, shade structures, or civic amenities such as
plazas and courtyards may satisfy this requirement.

Side: No side yard setback is required.

Rear: No rear yard setback is required.

. Lot Coverage.

Lot coverage shall be limited only by setback requirements.
Height.
Height limit is five (5) stories not to exceed 60 feet.

. Service Area.

Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall orient away
and be screened from public view.

. Utilities.

Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. Inno
case shall they be located along the street frontage of the project.

All power lines shall be located underground from the nearest street
access to the project site.

Encroachments.

No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.

2. Permitted Uses.
Per Title 19.04.010 Land Use Table.

3. Parking and Related Standards.

a

Title 19.10 Parking Standards are not automatically applied.

b. Handicapped Parking.

C.

Per Title 19.10(G).
Loading.
Per Title 19.10.020 Loading Standards are not automatically applied.
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d. Parking Screening. 63
When parking lots face public streets, ornamental screen and landscap-
ing shall be incorporated (Graphic 9).

e. Parking Structures.

Parking structures shall have ground level retail, office and / or restau-
rant space incorporated into the design of the structure. Such structures
shall have no front or corner side setback (Graphic 10).

Exterior walls of all parking structures shall be designed as part of the
architectural form of the primary and/or the surrounding buildings
and shall incorporate the same materials, finishes and proportions of
the primary building.

Where parking structures do not incorporate ground level retail, office
and/or restaurant space then a ten-foot landscaped setback is required.
Said setback shall have sufficient enough landscaping as to block the
parking structure from view at the pedestrian level.

f. Temporary Parking.

When a development requires a temporary parking lot (up to 36

months), a solid parking surface and streetscape amenities are required,
but the interior landscaping requirements may be waived by filing a
Minor Review of Site Development Plan {Title 19.18.050F(2)}.

g. Parking Lot Development Standards.
All off-street surface parking lots shall be paved and include access
aisles and driveways. Surface treatments including paving and strip-
ing shall be maintained in good condition at all times.
Surface parking lots shall provide a minimum of one shade tree for
every six spaces in landscaped islands and /or on the perimeter of the
lot. Aminimum of ten square feet of landscaped surface area must be
provided for each parking space.
Bumpers or tire stops shall be provided for all parking stalls heading
into a sidewalk, landscaped area, street, or alley. Each shall be installed
at a minimum of two-feet from the beginning of said sidewalk, land-
scaped area, street, or alley.
Parking spaces directly adjacent to buildings are forbidden.
All new developments shall provide and install light fixtures, benches,
trash receptacles and tree grates in accordance with the Las Vegas
Downtown Centennial Plan area models and specifications. Placement
and spacing of light fixtures shall be as directed by Public Works.

h. Parking Lot Access.
When possible, adjacent parcels requiring access drives shall share a
common centrally located access drive.
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Wherever a driveway is abandoned, the owner shall remove all drive- 6 4
way pavement and approach, re-install curb and gutter, and landscape

the area to match the adjacent landscaping/streetscape.

i. On-Street Valet Parking,.

On-Street Valet parking is permitted within the Centennial Planning

area. Requests for an on-street valet parking permit must be made

in writing and shall be accompanied by a filing fee to the City Traffic

Engineer. A right-of-way usage fee may also apply. The City Traffic

Engineer is solely responsible for issuing on-street valet permits with

conditions that are in the best interest of the City and the general safety

of the public.
8, l‘\\
4. Streetscape Standards. / ::{,:,:.;7":'.',;.;,}5\
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a. Right-of-Way Improvements.
All streets shall have a five foot amenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11).
The surface of the sidewalk should appear as a consistent pattern. At  BENGNIENER

I J
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the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.
The entire 10-foot width of public right-of-way sidewalks shall not
‘exceed a2 percent slope.

b. North-South Streets.
Las Vegas Boulevard shall be designed thematically with Deglet-Noor
Date Palms or similar type palms as the primary landscape element.
Said trees shall be 25 feet or greater in height and be spaced at 30-feet
increments. Southern Live Oak, Shoestring Acacia or African Sumac
shade trees may be provided between the palm trees with a minimum
height of 15-feet.

c. East-West Streets.
East-west streets shall be designed thematically with Southern Live
Oak, Shoestring Acacia or African Sumac shade trees as the primary
landscape element. Said trees shall be 36-inch box trees at 15 to 20 feet
intervals.

d. Flood Control Development Standards.
When the finished floor elevation of the ground floor of a building
must be raised above the grade of the adjacent public sidewalk due to
flood control purposes, any stairs or ramps to the new finished floor
elevation must be accommodated on private property and not within
the public right-of-way in order to maintain a consistent 10’ feet wide
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public sidewalk. Said stairs or ramps should be accommodated within 65
an exterior arcade or similar architectural feature (Graphic 11).
e. Bus Turnouts.
Charter bus drop-off areas shall be provided in close proximity to the
entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.
As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.
f. Other Improvements.
Supporting landscape and streetscape improvements shall be in-
corporated into the streetscape design including lighting, and other
landscape elements such as freestanding planters, planter boxes and
hanging baskets.
Streetlights and decorative pedestrian lights shall be incorporated into
any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic

operations and must meet City of Las Vegas Department of Public
Works standards. Pedestrian lights should be placed in a clear geomet-
ric pattern with regular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.

5. Architectural Design Standards.

a. Roofs and rooftops shall be designed with consideration to views from
above. No highly reflective materials or contrasting colors shall be used.
All mechanical equipment shall be screened from street level and sur-
rounding building views as well as adjacent residential properties.

b. Anarticulated roofline and/or an articulated cornice shall be designed
as a major feature at or near the top of all new buildings and be con-
tinuous on all sides (Graphic 12).

¢. Extended, blank, expressionless walls at the street level shall be pro-
hibited. The use of expression lines and expression zones utilizing
materials, colors, and / or relief shall be required in the pedestrian zone
to create visually interesting facades (Graphic 13).

d. The use of arcades, awnings and canopies on the ground floor of a
building is required unless waived by City Council as part of a site
development plan review. An encroachment agreement with Public
Works is required.
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e.

The main entry of the building from the street shall be appropriately
articulated in the architectural design of the building. This shall be
accomplished through change in materials, colors, and / or the amount
of detailing around the entry; having the entry slightly recessed or
protruding from the primary building line; and/or through the use
of canopies or awnings, etc. (Graphic 13).

Reflective or tinted glass shall not exceed 60 percent of the overall
exterior enclosure of any building. Reflectivity ‘of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass or
non-reflective tinted glass with a visible light transmittance of about
60 percent shall be used on ground floors in all pedestrian-oriented
areas.

. Maintaining the historical scale and character of this section of Las

Vegas Boulevard shall be incorporated with all new development
projects.

6. Signage Standards.

a.

e.

All applicable standards and proceclures in Chapter 19.06 that govern
the Scenic Byway Overlay District shall apply.

. Mlumination. At least 75% of the total sign surface areas for that devel-

opment (excluding awning signs) must consist of illuminated signage,
in the form of neon signs, animated signs, or a combination thereof.
Off-premise Signs. Off-premise signs are not permitted within the Las
Vegas Boulevard Scenic Byway Overlay District.

. Maintenance. The owner and operator of each sign are jointly and

severally responsible for ensuring that appropriate sign maintenance
occurs and that damaged or nonfunctional signs and lighting are
promptly repaired and made functional.

Roof signs are not permitted.

7. Landscape Standards.

a.

All landscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centennial Plan then Chapter 14.11 will
prevail.

. When directly adjacent to a residentially zoned property, a ten (10)

foot- wide heavily landscaped buffer is required with a minimum of
one (1) 24-inch boxed tree every 20 feet on-center with four (4) shrubs
per tree (intent is to screen).
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¢. Landscape and irrigation plans may be combined on the same draw- 67
ing with required Site Development Plan when lot coverage allows
for perimeter landscaping.

d. AtStaff’s direction, perimeter landscaping may be required depending
on the design of the project and it’s relationship to the lot and/or the
surrounding area.

e. Where perimeter landscape is required, the minimum requirement
will be one 24” boxed tree every 20 feet on center with four (5) gallon
shrubs per each required tree.

f. Ground covers shall be installed in all landscaped areas. Non-veg-
etative ground covers shall include, but not be limited to, rocks and
small stones, and crushed rock to a minimum depth of two inches in
all areas.

g. When a project is proposed with turf in it’s landscape design it will be
limited to a maximum of 25% of total landscaped area for commercial
and industrial projects and a maximum of 30% for a multi-family
project.

h. The clustering of plant material into groups of three or more plants is
encouraged.

i. All landscape and irrigation plans shall be prepared and stamped by
a registered Architect, Landscape Architect, Residential Designer or
Civil Engineer.

j- The owner, developer and occupant of the property are jointly and
severally responsible for maintaining or assuring the ongoing main-
tenance of installed landscaping so that the landscaping continues to
thrive.

k. All landscape located within the public right-of-way shall have an
encroachment agreement from Public Works prior to installation.

8. Construction Standards.

a. Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

b. Construction Fences. Construction fences within the Las Vegas
Downtown Centennial Plan area shall be subject to the requirements
listed in Title 19.18.100, “Temporary Commercial Permit.” In addition
to the requirements listed in Title 19.18.100, the following standards
shall also apply:

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



1. Any exposed plywood utilized for construction fencing shall be
painted. Where chain link fencing is utilized, a privacy screen shall
be utilized so as to screen and protect passersby from the construc-
tion activities.

2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4. Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
be designed per International Building Code Chapter 33, Section
3306 and permitted through the Building Department. Sidewalk
closures with pedestrian detouring will not be permitted in lieu of
the walkway canopy unless authorized by the City Traffic Engi-
neer.

c. Construction and Real Estate Signs. Permits for construction and real
estate signs shall be issued in accorclance with Title 19.14. In addition,
the following standards shall apply:

1. Construction signs shall be located on the same site as the approved
development, or on the same site as an approved construction yard
for that specific development. Real estate signs may be located on
the same site as the approved development, or on the same site as
an approved Temporary Real Estate Sales Office where allowed.

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate sigris may be located directly on con-
struction fencing. In such cases, the minimum setback requirements,
maximum area requirements, minimum clearance requirements,
and maximum number requirements shall not be automatically
applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.
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D: DOWNTOWN SOUTH DISTRICT (MAP 13).

1. Site Planning Standards.

a.

Setbacks.

Front: 70% of the first story facade shall align along the front property
line. Arcades, shade structures, or civic amenities such as plazas and
courtyards may satisfy this requirement.

Corner Side: 70% of the first story fagade shall align along the front
property line. Arcades, shade structures, or civic amenities such as
plazas and courtyards may satisfy this requirement.

Side: No side yard setback is required.

Rear: No rear yard setback is required.

. Lot Coverage.

Lot coverage shall be limited only by setback requirements.

Height.

Height limits are not automatically applied as called for in Title
19.08.

. Service Area.

Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall orient away
and be screened from public view.

. Utilities.

Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. Inno
case shall they be located along the street frontage of the project.

All power lines shall be located underground from the nearest street
access to the project site.

Alleys.

Alleys that are not abandoned with new development shall be
redeveloped to conform to the standard alleyway treatment (Graphic
8).

. Encroachments.

No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.

. Fences/Walls.

Fences/walls may be up to eight feet (8') as measured from the finished
grade of the property for non-residential properties. Walls must be
decorative in nature with a minimum. of 20 percent contrasting material
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for all C-M, and M zoned property. No perimeter landscape is required
for non-residential properties. Residential properties must adhere to
Title 19.08.040.
2. Permitted Uses.
Per Title 19.04.010 Land Use Table.

3. Parking and Related Standards.

a Title 19.10 Parking Standards are not automatically applied.

b. Handicapped Parking,.
Per Title 19.10(G).

c. Loading.
Per Title 19.10.020 Loading Standards are not automatically applied.

d. Parking Screening.
When parking lots face public streets, ornamental screen and landscap-
ing shall be incorporated (Graphic 9).

e. Parking Structures.
Parking structures shall have ground level retail, office and/ or restau-
rant space incorporated into the design of the structure. Such structures
shall have no front or corner side setback (Graphic 10).
Exterior walls of all parking structures shall be designed as part of the
architectural form of the primary and/or the surrounding buildings
and shall incorporate the same materials, finishes and proportions of
the primary building.
Where parking structures do not incorporate ground level retail, office
and/or restaurant space then a ten-foot landscaped setback is required.
Said setback shall have sufficient enough landscaping as to block the
parking structure from view at the pedestrian level.

f. Temporary Parking.
When a development requires a temporary parking lot (up to 36
months), a solid parking surface and streetscape amenities are required,
but the interior landscaping requirements may be waived by filing a
Minor Review of Site Development Plan {Title 19.18.050F(2)).

g. Parking Lot Development Standards.
All off-street surface parking lots shall be paved and include access
aisles and driveways. Surface treatments including paving and strip-
ing shall be maintained in good condition at all times.
Surface parking lots shall provide a minimum of one shade tree for
every six spaces in landscaped islands and/or on the perimeter of the
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lot. A minimum of ten square feet of landscaped surface area must be 72
provided for each parking space.
Bumpers or tire stops shall be provided for all parking stalls heading
into asidewalk, landscaped area, street, or alley. Each shall be installed
at a minimum of two-feet from the beginning of said sidewalk, land-
scaped area, street, or alley.
Parking spaces directly adjacent to buildings are forbidden.
All new developments shall provide and install light fixtures, benches,
trash receptacles and tree grates in accordance with the Las Vegas
Downtown Centennial Plan area models and specifications. Placement
and spacing of light fixtures shall be as directed by Public Works.

h. Parking Lot Access.
When possible, adjacent parcels requiring access drives shall share a
common centrally located access drive.
Wherever a driveway is abandoned, the owner shall remove all drive-
way pavement and approach, re-install curb and gutter, and landscape
the area to match the adjacent landscaping/streetscape.

i. On-Street Valet Parking.
On-Street Valet parking is permitted within the Centennial Planning

area. Requests for an on-street valet parking permit must be made
in writing and shall be accompanied by a filing fee to the City Traffic
Engineer. A right-of-way usage fee may also apply. The City Traffic
Engineer is solely responsible for issuing on-street valet permits with
conditions that are in the best interest of the City and the general safety
of the public.

4. Streetscape Standards.

a. Right-of-Way Improvements,
All streets shall have a five foot arnenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11).
The surface of the sidewalk should appear as a consistent pattern. At
the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.
The entire 10-foot width of public right-of-way sidewalks shall not
exceed a 2 percent slope.

b. North-South Streets.
Major north-south streets (Main, Casino Center, Fourth, and Las
Vegas Boulevard) shall be designed thematically with Deglet-Noor
Date Palms or similar type palms as the primary landscape element.
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Said trees shall be 25 feet or greater in height and be spaced at 30-feet 7 3
increments. Southern Live Oak, Shoestring Acacia or African Sumac
shade trees may be provided between the palm trees with a minimum
height of 15-feet.
All other north-south streets shall only have shade trees (Photo 16).
c. East-West Streets.
East-west streets shall be designed thematically with Southern Live
Oak, Shoestring Acacia or African Sumac shade trees as the primary
landscape element. Said trees shall be 36-inch box trees at 15 to 20 feet
intervals.
d. Flood Control Development Standards.
When the finished floor elevation of the ground floor of a building
must be raised above the grade of the adjacent public sidewalk due to
flood control purposes, any stairs or ramps to the new finished floor
elevation must be accommodated on private property and not within
the public right-of-way in order to maintain a consistent 10’ feet wide
public sidewalk. Said stairs or ramps should be accommodated within

IN D1/ Jf
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an exterior arcade or similar architectural feature (Graphic 11).
e. Bus Turnouts.
Charter bus drop-off areas shall be provided in close proximity to the
entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.
As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.
f. Other Improvements.
Supporting landscape and streetscape improvements shall be in-
corporated into the streetscape design including lighting, and other
landscape elements such as freestanding planters, planter boxes and
hanging baskets.
Streetlights and decorative pedestrian lights shall be incorporated into
any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic
operations and must meet City of Las Vegas Department of Public
Works standards. Pedestrian lights should be placed in a clear geomet-
ric pattern with regular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.
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5. Architectural Design Standards.

a.

Roofs and rooftops shall be designed with consideration to views from
above. No highly reflective materials or contrasting colors shall be
used. All mechanical equipment shall be screened from street level
and surrounding building views. |

. An articulated roofline and /or an articulated cornice shall be designed

as a major feature at or near the top of all new buildings and be con-
tinuous on all sides (Graphic 12).

Extended, blank, expressionless walls at the street level shall be pro-
hibited. The use of expression lines and expression zones utilizing
materials, colors, and / or relief shall be required in the pedestrian zone
to create visually interesting facades (Graphic 13).

. The use of arcades, awnings and canopies on the ground floor of a

building is required unless waived by City Council as part of a site
development plan review. An encroachment agreement with Public
Works is required.

. The main entry of the building from the street shall be appropriately

articulated in the architectural design of the building. This shall be
accomplished through change in materials, colors, and/or the amount
of detailing around the entry; having the entry slightly recessed or
protruding from the primary building line; and/or through the use
of canopies or awnings, etc. (Graphic 13).

Reflective or tinted glass shall not exceed 60 percent of the overall
exterior enclosure of any building. Reflectivity of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass or
non-reflective tinted glass with a visible light transmittance of about
60 percent shall be used on ground floors in all pedestrian-oriented
areas.

6. Signage Standards.

a.

The design, installation, and maintenance of all signs shall be in full
conformance with current Title 19.14, Sign Standards as revised and
amended.

7. Landscape Standards.

a.

All landscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centennial Plan then Chapter 14.11 will
prevail.
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b. Landscape and irrigation plans may be combined on the same draw- 7 5
ing with required Site Development Plan when lot coverage allows
for perimeter landscaping.

c. AtStaff’s direction, perimeter landscaping may be required depending
on the design of the project and it’s relationship to the lot and/or the
surrounding area.

d. Where perimeter landscape is required, the minimum requirement
will be one 24” boxed tree every 20 feet on center with four (5) gallon
shrubs per each required tree.

e. Ground covers shall be installed in all landscapéd areas. Non-veg-
etative ground covers shall include, but not be limited to, rocks and
small stones, and crushed rock to a minimum depth of two inches in
all areas.

f. When a project is proposed with turf in it's landscape design it will be
limited to a maximum of 25% of total landscaped area for commercial
and industrial projects and a maximum of 30% for a multi-family
project.

g. The clustering of plant material into groups of three or more plants is
encouraged.

h. All landscape and irrigation plans shall be prepared and stamped by
a registered Architect, Landscape Architect, Residential Designer or
Civil Engineer.

i. The owner, developer and occupant of the property are jointly and
severally responsible for maintaining or assuring the ongoing main-
tenance of installed landscaping'so that the landscaping continues to
thrive.

j. All landscape located within the public right-of-way shall have an
encroachment agreement from Public Works prior to installation.

8. Construction Standards.

a. Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

b. Construction Fences. Construction fences within the Las Vegas
Downtown Centennial Plan area shall be subject to the requirements
listed in Title 19.18.100, “Temporary Commercial Permit.” In addition
to the requirements listed in Title 19.18.100, the following standards
shall also apply:
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1. Any exposed plywood utilized for constructijon fencing shall be
painted. Where chain link fencing is utilized, a“privacy screen shall
be utilized so as to screen and protect passersbly from the construc-
tion activities.

2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved;by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4. Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
be designed per International Building Code Chapter 33, Section
3306 and permitted through the Building Department. Sidewalk
closures with pedestrian detouring will not befpermitted in lieu of

the walkway canopy unless authorized by the City Traffic Engi-

neer. :

c. Construction and Real Estate Signs. Permits for construction and real
estate signs shall be issued in accordance with Title 19.14. In addition,
the following standards shall apply:

1. Construction signs shall be located on the same :site as the approved
development, or on the same site as an approved construction yard
for that specific development. Real estate sign;q may be located on
the same site as the approved development, or on the same site as
an approved Temporary Real Estate Sales Office where allowed.

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate signs may be located directly on con-
struction fencing. In such cases, the minimum setback requirements,
maximum area requirements, minimum clearance requirements,
and maximum number requirements shall nbt be automatically
applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.
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E: 18> THE LAS VEGAS ARTS DISTRICT (MAP 14). 77

1. Site Planning Standards.

a. Setbacks.
All structures located in 18b The Las Vegas Arts District are exempted
from the automatic application of the building setbacks called for in
Title 19.08. This exemption does not prohibit the Planning Commission
or the City Council from imposing a setback in connection with the
approval of a Site Development Plan.

b. Lot Coverage.
Lot coverage shall be limited only by setback requirements.

c. Height.
Height limits are not automatically applied as. called for in Title
19.08.

d. Service Area.
Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall orient away

and be screened from public view.

e. Utilities.
Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. Inno
case shall they be located along the street frontage of the project.
All power lines shall be located underground from the nearest street
access to the project site.

f. Alleys.
Alleys that are not abandoned with new development shall be
redeveloped to conform to the standard alleyway treatment (Graphic
8).

g. Encroachments.
No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.

2. Permitted Land Uses:

1. Residential and Lodging Uses
¢ Condominium
* Home Occupation
* Hotel or Motel
* Multifamily
¢ Single Family-attached
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* Mixed-Use (Special Use Permit required) 7 9

* Townhouse

e Limited Timeshares and Fractional Ownership (Special Use
Permit required)

e Live/Work

2. Institutional and Community Service Uses

e Child Care Center ‘

* College, University or Seminary (Special Use Permit
required)

* Government Facility

e Library, Art Gallery or Museum-Public and Private

¢ Music Conservatories, Dance Schools and Art Instruction

¢ Public or Private School, Primary (Special Use Permit

required)
e Public or Private School, Secondary (Special Use Permit
required)
3. Office and Professional Uses RN
» Financial Institution without Drive-through PBIGNSTaNA

* Hypnotherapy

* Medical Office

¢ Office, Other than Listed
4. Recreation, Entertainment and Amusement Uses

e Billiard Parlor or Pool Hall (Special Use Permit required)

* Commercial Amusement/Recreation - indoor

¢ Health Club

* Night Club (Special Use Permit required)

* Private Club, Lodge or Fraternal Organization

* Public Park or Playground

¢ Performing Arts and movie theaters

* Horse-drawn carriage rides (Special Use Permit required)
5. Retail and Personal Services ‘

¢ Antique/Collectible Store

¢ Astrologer, Hypnotist, or Psychic Art and Science (Special

Use Permit required)

* Catering Service

* Copy Center

* Dry Cleaners

* General Personal Service

* General Retail, Other then listed, 3500 sq. ft. or more

* General Retail, Other then listed, 3500 sq. ft. or less

* Hotel Lounge Bar (Special Use Permit required)
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* Jewelry Store, Class III (Special Use Permit required) 80
* Jewelry Store, New
* Laundry, Self-Service
* Liquor Establishment -Tavern (Special Use Permit required)
¢ Museum or Art Gallery-Private
* Restaurant with Service Bar (Special Use Permit required)
* Restaurant, 2000 sq. ft or more, w/o Drive-Through
¢ Restaurant 2000 sq. ft. or less, w/0 Drivé-Through
* Supper Club (Special Use Permit required)
* Tattoo Parlor/Body Piercing Studio (Special Use Permit
required)
* New and used Books
* New and Used/Vintage Clothing
* New and Used CD’s/Records/ Videos
¢ Urban lounge (Special Use Permit required)
* Wedding chapel ‘
6. Commercial and Business Services

PER DISTRICT

¢ Commercial, Other than Listed
* Desktop Publishing
* Electrical, Watch, Clock, Jewelry and Similar Repair
* Off-Premise Advertising Sign (Special Use Permit required)
In addition to the complying with all criteria listed in Title
19, Off-Premise Advertising Signs, shall be directly mounted
to and flush with the wall of a structure, and shall not be
freestanding, mounted on top of a roof, or project past the
walls or roof of a building.
7. Industrial and Manufacturing
* Light Assembly and Fabrication
¢ Printing and Publishing
8. Wholesale, Distribution and Storage
* Wholesale Showroom Facility
9. Utilities, Communications and Transportation
* Monorail (Special Use Permit required)
* Mounted Antenna of 15’ or less
* Parking Structure
* Recording Studio
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3. Parking and Related Standards. | . 81

a Title 19.10 Parking Standards are not automaticélly applied.
b. Handicapped Parking.

Per Title 19.10(G).
c. Loading.

Per Title 19.10.020 Loading Standards are not automatically applied.
d. Parking Screening,.
When parking lots face public streets, ornamental screen and landscap-
ing shall be incorporated (Graphic 9).
e. Parking Structures.
Parking structures shall have ground level retail, office and/ or restau-

'It,l;, n,,',,'

rant space incorporated into the design of the structure. Such structures
shall have no front or corner side setback (Graphic 10).

Exterior walls of all parking structures shall be designed as part of the
architectural form of the primary and/or the surfounding buildings
and shall incorporate the same materials, finishes and proportions of

the primary building.
Where parking structures do not incorporate grouhd level retail, office
and/or restaurant space then a ten-foot landscaped setback is required.
Said setback shall have sufficient enough landscaping as to block the
parking structure from view at the pedestrian level.

f. Temporary Parking,.
When a development requires a temporary parking lot (up to 36
months), a solid parking surface and streetscape amenities are required,
but the interior landscaping requirements may be waived by filing a
Minor Review of Site Development Plan {Title 19. 18 050F(2}}.

g. Parking Lot Development Standards.
All off-street surface parking lots shall be paved and include access
aisles and driveways. Surface treatments including paving and strip-
ing shall be maintained in good condition at all times.
Surface parking lots shall provide a minimum of one shade tree for
every six spaces in landscaped islands and /or on the perimeter of the
lot. A minimum of ten square feet of landscaped surface area must be
provided for each parking space.
Bumpers or tire stops shall be provided for all parking stalls heading
into a sidewalk, landscaped area, street, or alley. Each shall be installed
at a minimum of two-feet from the beginning of said sidewalk, land-
scaped area, street, or alley.
Parking spaces directly adjacent to buildings are forbidden.
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All new developments shall provide and install light fixtures, benches, 82
trash receptacles and tree grates in accordance with the Las Vegas
Downtown Centennial Plan area models and specifications. Placement
and spacing of light fixtures shall be as directed by Public Works.

h. Parking Lot Access.
When possible, adjacent parcels requiring access drives shall share a
common centrally located access drive.
Wherever a driveway is abandoned, the owner shall remove all drive-
way pavement and approach, re-install curb and gutter, and landscape
the area to match the adjacent landscaping/streetscape.

i. On-Street Valet Parking,.
On-Street Valet parking is permitted within the Centennial Planning
area. Requests for an on-street valet parking permit must be made
in writing and shall be accompanied by a filing fee to the City Traffic
Engineer. A right-of-way usage fee may also apply. The City Traffic
Engineer is solely responsible for issuing on-street valet permits with
conditions that are in the best interest of the City and the general safety
of the public.

4. Streetscape Standards.

a. Right-of-Way Improvements.
All streets shall have a five foot amenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11). '
The surface of the sidewalk should appear as a consistent pattern. At
the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.
The entire 10-foot width of public right-of-way sidewalks shall not
exceed a 2 percent slope.

b. North-South Streets.
Major north-south streets (Main, Casino Centet, Fourth, and Las
Vegas Boulevard) shall be designed thematically with Deglet-Noor
Date Palms or similar type palms as the primary landscape element.
Said trees shall be 25 feet or greater in height and be spaced at 30-feet
increments. Southern Live Oak, Shoestring Acacia or African Sumac
shade trees may be provided between the palm trees with a minimum
height of 15-feet.
All other north-south streets shall only have shade trees (Photo 16).

c. East-West Streets.
East-west streets shall be designed thematically with Southern Live
Oak, Shoestring Acacia or African Sumac shade trees as the primary
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landscape element. Said trees shall be 36-inch box trees at 15 to 20 feet 83
intervals.

d. Flood Control Development Standards.
When the finished floor elevation of the ground . ﬂoor of a building
must be raised above the grade of the adjacent pubhc sidewalk due to
flood control purposes, any stairs or ramps to the new finished floor
elevation must be accommodated on private property and not within
the public right-of-way in order to maintain a consistent 10’ feet wide
public sidewalk. Said stairs or ramps should be accommodated within
an exterior arcade or similar architectural feature (Graphic 11).

e. Bus Turnouts. ‘
Charter bus drop-off areas shall be provided in close proximity to the

2
:[', 2 'l,,'l,'
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entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.

- As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.

PER DISTRICY

f. Other Improvements.

Supporting landscape and streetscape improvements shall be in-
corporated into the streetscape design including lighting, and other
landscape elements such as freestanding planters, planter boxes and
hanging baskets.

Streetlights and decorative pedestrian lights shall be incorporated into
any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic
operations and must meet City of Las Vegas Department of Public
Works standards. Pedestrian lights should be placed in a clear geomet-
ric pattern with regular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.

5. Architectural Design Standards.

a. Fagade Configuration.
The goal of the Arts District is to encourage building design that contrib-
utes to the quality of life in an active, aesthetically considered manner.
Street level design should enliven the street with visual continuity of
activity from interior uses to the pedestrian experience. Extended,
solid walls are discouraged at the street level. Wherever solid walls are
present, surface treatment that contributes to the aesthetic character of
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the fagade is encouraged to provide visual interest. This may include 8 4
but is not limited to color, murals, surface articulation, texture, and
graphics.

b. Shading/Climate Control.
The use of arcades, awnings, canopies, and other shade devices is re-
quired. The incorporation of misting systems at the pedestrian level is
also strongly encouraged to complement the objectives of this plan.

c. Exterior Materials.
Exterior materials of all buildings shall contribute to the artistic char-
acter and quality of life of the District.

d. Screening Requirements.
Service areas (including storage, special equipment, maintenance, trash
dumpsters and loading areas) shall be screened from pedestrian or
street view with elements that contribute to the aesthetic expression
of the building.

e. Service and Loading Areas.

WWNTOWN
All service and loading areas shall be positioned so service vehicles — [NESHNESATSANS

PER DISTRICT

will not disrupt traffic flow to or from the site or within parking lots.
No service, storage, maintenance or loading area may extend into a
setback area.

f. Rooftop mechanical equipment.
No highly reflective material or contrasting colors shall be used. All
mechanical equipment shall be screened from street level and sur-
rounding building view.

g. Reflective glass.
Reflective or tinted glass shall not exceed 60 percent of the overall
exterior enclosure of any building. Reflectivity of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass or
non-reflective tinted glass with a visible light transmittance of about
60 shall be used on ground floors in all pedestrian-oriented areas.

6. Signage Standards.

a. In order to encourage a diverse and visually interesting environment,
signage in the Arts District is exempt from the automatic application
of size, type and area limitations. However, the exemption does not
prohibit City staff, Planning Commission, and the City Council from
imposing limitations on the approval of such signage. Construction,
location, installation, maintenance and issuance of certificates for
signage shall be in accordance with Title 19.14.
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b. For development that is subject to the Site Development Plan Review 8 5
process as described in Title 19.18, signage shall be reviewed and ap-
proved as part of the development plan for the property.

c. For all other applications, signage shall be reviewed and approved by a
representative of each of the following City departments: Planning and
Development, Office of Business Development and Leisure Services.

d. Signage shall reflect the arts-related nature of the district by incorpo-
rating artistic details, sculptural elements, three-dimensional features,
ornate designs, or other similar expressive elements.

e. Signage shall be consistent with the architectural character of the build-
ing to which it is attached or related.

f. The size and area of the signage shall be appropriate to the business
being advertised (Planning & Development Staff determine appropri-
ateness). ,

g. Wall signage shall be designed as an integral element of the facade
and shall be appropriately sized and located relative to other facade

elements.

PER DISTRICT

h. The signage may be internally or externally illuminated, provided it
does not create unnecessary glare or pose impacts to residential units
or abutting properties.

i. Murals or other artistic treatments that do not contain a commercial
message are not considered signage.

7. Landscape Standards.

a. Alllandscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centennial Plan then Chapter 14.11 will
prevail.

b. Landscape and irrigation plans may be combined on the same draw-
ing with required Site Development Plan when lot coverage allows for
perimeter landscaping.

c. At Staff’s direction, perimeter landscaping may be required depending
on the design of the project and it’s relationship to the lot and/or the
surrounding area.

d. Where perimeter landscape is required, the minimum requirement
will be one 24” boxed tree every 20 feet on center with four (5) gallon
shrubs per each required tree.

e. Ground covers shall be installed in all landscaped areas. Non-veg-
etative ground covers shall include, but not be limited to, rocks and
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small stones, and crushed rock to a minimum depth of two inches in 86
all areas.

f. When a project is proposed with turf in it's landscape design it will be
limited to a maximum of 25% of total landscaped area for commercial
and industrial projects and a maximum of 30% for a multi-family
project.

g. The clustering of plant material into groups of three or more plants is
encouraged.

h. All landscape and irrigation plans shall be prepared and stamped by
a registered Architect, Landscape Architect, Residential Designer or
Civil Engineer.

i. The owner, developer and occupant of the property are jointly and
severally responsible for maintaining or assuring the ongoing main-
tenance of installed landscaping so that the landscaping continues to
thrive.

j. All landscape located within the public right-of-way shall have an
encroachment agreement from Public Works prior to installation.

8. Construction Standards.

a. Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

b. Construction Fences. Construction fences within the Las Vegas
Downtown Centennial Plan area shall be subject to the requirements
listed in Title 19.18.100, “Temporary Commercial Permit.” In addition
to the requirements listed in Title 19.18.100, the following standards
shall also apply:

1. Any exposed plywood utilized for construction fencing shall be
painted. Where chain link fencing is utilized, a privacy screen shall
be utilized so as to screen and protect passersby from the construc-
tion activities.

2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4. Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
be designed per International Building Code Chapter 33, Section
3306 and permitted through the Building Department. Sidewalk
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closures with pedestrian detouring will not be permitted in lieu of 87
the walkway canopy unless authorized by the City Traffic Engi-
neer.
¢. Construction and Real Estate Signs. Permits for construction and real
estate signs shall be issued in accordance with Title 19.14. In addition,
the following standards shall apply:

1. Construction signs shall be located on the same site as the approved
development, or on the same site as an approved construction yard
for that specific development. Real estate signs may be located on
the same site as the approved development, or on the same site as
an approved Temporary Real Estate Sales Office where allowed.

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate signs may be located directly on con-
struction fencing. In such cases, the minimum setback requirements,

maximum area requirements, minimum clearance requirements, YT
AL PLAN

and maximum number requirements shall not be automatically DESIIE‘C\:N RTANDARD&

PER DISTRICT '

applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.

8. Transit Corridor Design Standards.

a. Properties that directly abut the Monorail right-of-way are subject to
the Transit Corridor Design Standards.

b. Residential development is not permitted on the first floor of such
buildings.

¢. Buildings shall be a minimum of 3 stories or 45 feet high unless waived
by City Council.

d. Surface parking lots are not permitted within 600" of a monorail station.
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F: UNION PARK (MAP 15). 88

1. Site Planning Standards.

a. Setbacks.
Front: 70% of the first story facade shall align along the front property
line. Arcades, shade structures, or civic amenities such as plazas and
courtyards may satisfy this requirement.
Corner Side: 70% of the first story facade shall align along the front
property line. Arcades, shade structures, or civic amenities such as
plazas and courtyards may satisfy this requirement.
Side: No side yard setback is required.
Rear: No rear yard setback is required.

b. Lot Coverage. Lot coverage shall be limited only by setback require-
ments.

c. Height.
Height limits are not automatically applied in accordance with the

requirements of Title 19.06.
d. Service Areas.
Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall be oriented
away and screened from public view.
e. Utilities.
Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. Inno
case shall they be located along the street frontage of a development.
f. Encroachments.
No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.

2. Permitted Land Uses. Only the following land uses are permitted:
a. Residential and Lodging Uses
* Condominiums or Apartments
* Home Occupation
* Hotel
b. Institutional and Community Service Uses
* Museums
¢ Performing Arts Center
¢ Children’s Day Care
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¢. Office and Professional Uses
¢ Professional and General
¢ High-Technology
* Service
¢ Research and Development
* Major or Minor Medical
* Flexible Office/Work Space, Class B
* Internet and High-technology incubators
¢ Computer server farms
¢ Internet backbone facilities
¢ Government and Public Offices
* Bank/Credit Union/Savings and Loan/Trust
d. Recreation, Entertainment and Amusement Uses
* Casino/Hotels (only within Gaming Enterprise Overlay
District, Map 5)
* Nightclub
* Sports Stadium DE(SIIC\:IT\"
e

AS
ENN
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e. Retail and Personal Services
* General Retail
¢ Convenience Retail
¢ Restaurant/Delicatessen/Coffee Shop/Bakery
¢ Health Club
f. Commercial and Business Services
* Off-Premise Advertising Sign (Special Use Permit required;
may be freestanding or directly mounted to and flush with
the wall of a structure)
* Trade Center/ Wholesale and Retail Showrooms
¢ Exhibition Space
¢ Conventions
g. Industrial and Manufacturing
h. Wholesale, Distribution and Storage
i. Utilities, Communications and Transportation
* Transportation Center
* Heliport
* Monorail
* Gasoline Sales Facilities
* Parking Facilities
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3. Parking and Related Standards. 91

a Title 19.10 Parking Standards are not automatically applied.

b. Handicapped Parking.
Per Title 19.10(G).

c. Loading.
Per Title 19.10.020 Loading Standards are not automatically applied.

d. Parking Lot Screening.
Where a parking lot abuts a public street, a 42-inch high decorative
fence shall be provided to screen the parking lot from the right-of-
way. The design of the screen fence shall be in conformance with the
specifications described in Graphic 9.

e. Parking Structures.
Above-grade parking structures shall be set back a minimum of 10 feet
from public rights-of-way, except where desirable ground-floor uses
such as restaurants, retail, and commercial facilities are incorporated
into the first floor of the structure, accessible from and directly facing

the public right-of-way. In this case, the setback is not required and the
applicable build-to requirements apply. Where the 10-foot setback is
required, a landscape buffer shall be provided to screen the structure at
the pedestrian level, and shall include 24-inch box shade trees planted
at a minimum of 20-feet on center, with a minimum of (4) five-gallon
shrubs for each required shade tree. The exterior walls of all parking
structures shall be designed to be compatible with the color, texture,
detailing, and articulation of the principal building or surrounding
buildings. All interior surfaces of parking structures shall be painted
with a complimentary color.
f. Temporary Parking Facilities.
When a development requires a temporary parking lot (up to a maxi-
mum of 35 months), a solid parking surface and streetscape amenities
are required, but the interior landscaping requirements may be waived
by filing a Minor Review of Site Development Plan per LVMC 19.18.
g. Parking Lot Development Standards.

All off-street surface parking lots shall be paved and include access
aisles and driveways in accordance with the requirements of LVMC
19.10. Surface treatments including paving and striping shall be main-
tained in good conditional at all times. Bumpers or tire stops shall be
provided for all parking stalls heading into a sidewalk, landscape area,
street, or alley. Each bumper shall be installed a minimum of two feet
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from the edge of the sidewalk, landscape area, street or alley. Parking 92
spaces shall not directly abut any building.

h. Parking Lot Landscaping.
A minimum of one shade tree per six parking spaces shall be provided
in landscape islands and/or on the perimeter of surface parking lots.
A minimum of 10 square feet of landscape area shall be provided for
each surface parking space.

i. Parking Lot Access.
Wherever possible, adjacent parcels requiring access drives shall share
a common centrally-located access drive. Wherever a driveway is
abandoned, the owner shall remove all drive-way pavement and ap-
proach, reinstall the curb and gutter, and landscape the area to match
the adjacent landscaping or streetscape.

j. On-Street Valet Parking,.
On-Street Valet parking is permitted within the Las Vegas Downtown
Centennial Plan area. Requests for an on-street valet parking permit
must be made in writing and shall be accompanied by a filing fee to

the City Traffic Engineer. A right-of-way usage fee may also apply.
The City Traffic Engineer is solely responsible for issuing on-street
valet permits with conditions that are in the best interest of the City
and the general safety of the public.

4. Streetscape Standards.

a. Right-of-Way Improvements. '
All streets shall have a five foot amenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11).
The surface of the sidewalk should appear as a consistent pattern. At
the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.
The entire 10-foot width of public right-of-way sidewalks shall not
exceed a 2 percent slope.

b. North-South Streets.
Major north-south streets (Grand Central Parkway) shall be designed
thematically with Deglet-Noor Date Palms or similar type palms as
the primary landscape element. Said trees shall be 25 feet or greater in
height to the top of the brown trunk and be spaced at a maximum of 30
feet on center. Southern Live Oak, Shoestring Acacia or African Sumac
shade trees (24-inch box minimum) may be interspersed between the
palm trees. All other north-south streets shall only have shade trees
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(36-inch box minimumy), and shall have a minimum spacing of 15 feet 9 3
on-center and a maximum spacing of 20 feet on-center.

c. East-West Streets.
East-west streets shall be designed thematically with Southern Live
Oak, Shoestring Acacia or African Sumac shade trees as the primary
landscape element. Said trees shall be a minimum 36-inch box, and
shall have a minimum spacing of 15 feet on-center and a maximum
spacing of 20 feet on-center.

d. Flood Control Development Standards.
When the finished floor elevation of the ground floor of a building
must be raised above the grade of the adjacent public sidewalk due to
flood control purposes, any stairs or ramps to the new finished floor
elevation must be accommodated on private property and not within
the public right-of-way in order to maintain a consistent 10-foot wide
public sidewalk. Said stairs or ramps should be accommodated within
an exterior arcade or similar architectural feature (Graphic 11).

e. Bus Turnouts.

PER DISTRICT

Charter bus drop-off areas shall be provided in close proximity to the
entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.
As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.
f. Other Improvements.
Supporting landscape and streetscape fmprovements shall be in-
corporated into the streetscape design including lighting, and other
landscape elements such as freestanding planters, planter boxes and
hanging baskets.
Streetlights and decorative pedestrian lights shall be incorporated into
any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic
operations and must meet City of Las Vegas Department of Public
Works standards. Pedestrian lights should be placed in a clear geomet-
ric pattern with regular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.
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5. Architectural Design Standards. 9 4

a. Permitted Exterior Materials.
The exterior materials of all buildings shall contribute to a cohesive
physical environment and shall convey a sense of permanence and
continuity. Materials and colors shall be consistent with the standards
contained herein and shall be reviewed and approved by the PC-ARC.
The following are permitted exterior building finish materials:
* Stone
e Synthetic or Simulated Stone Products, subject to PC-ARC
review
* Brick, Block or Terra Cotta Masonry
¢ Finished Metal Systems
* Glass
* Decorative Concrete Masonry Units (CMU)
e Panelized E.LFS. (Exterior Insulation and Finish System)
e Tilt-Up Concrete Panel Systems (limited to secondary and
flex-space buildings, and subject to PC-ARC review) T e misTRICT

For buildings that are five stories or less in height, stone cladding or
a stone and glass system shall be used to a height of not less than 15
feet above finished ground level or up to the second story windowsill
height, whichever is greater. For buildings over five stories in height,
stone cladding or a stone and glass system shall be used to a height
of not less than two (2) feet below the third story windowsill.
b. Prohibited Exterior Materials.

The use of the following exterior building material finishes, as the
main finish material or where visible from the street or any primary
pedestrian routes, shall be prohibited:

* Mirrored glass

* Darkly-tinted glass at ground level

¢ Wood and asphalt shingles

¢ Corrugated fiberglass or sheet metal products

¢ Plastic laminates

* Ceramic tile

¢. Glazing.

Reflective or tinted glass shall not exceed 60 percent of the overall
exterior enclosure of any building. Reflectivity of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass
or non-reflective tinted glass with a visible light transmittance of a
minimum of 60 percent shall be used on ground floor of structures.
The use of high performance glazing is encouraged.
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d. Roof and Cornice Design. 95
Roofs and rooftops shall be designed with consideration to views from
above. No highly reflective materials or contrasting colors shall be
used. All mechanical equipment shall be screened from street level
and surrounding building views. An articulated roofline and/or an
articulated cornice shall be designed as a major feature at or near the
top of all new buildings and continuous on all sides (Graphic 12).

e. Facade Articulation.

Extended, blank, expressionless walls at the street level shall be pro-
hibited. The use of expression lines and expressions zones utilizing
materials, colors, and/or relief shall be required in the pedestrian zone
to create visually interesting facades. Building surfaces over 20 feet
high or 50 feet in length shall be relieved with a change of wall plane
or by other means that provide strong shadow and visual interest
(Graphic 13).

f. Shade Structures.

The use of arcades, awnings and canopies on the ground floor of

building is required unless waived by City Council as part of a site
development plan review. An encroachment agreement with Public
Works is required.

g. Building Entry.
The main entry of the building from the street shall be appropriately
articulated in the architectural design of the building. This shall be
accomplished through change in materials, colors, and/or the amount
of detailing around the entry; having the entry slightly recessed or
protruding from the primary building line/ and/or through the use
of canopies or awnings, etc. (Graphic 13).

h. Fencing,.
Moderate use of decorative metal fencing is allowed provided that it
coordinates with the color and architecture of neighborhood build-
ings. Property screening or fencing using wood or plastic materials
is prohibited. Chain link fencing is prohibited except as temporary
construction fencing in conjunction with obtaining a temporary con-
struction permit.

i. Retaining Walls.
Retaining walls, as necessary, shall be designed as an extension of the
architectural character of the building. When abutting the building
directly, retaining walls shall use the same architectural materials.
When retaining walls are constructed as independent site elements,
alternate surface materials, compatible with the adjacent development,
may be proposed within the same color palette.
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j- Approval of Color and Materials.
Samples of all primary exterior materials shall be submitted to the
PC-ARC for approval, pursuant to the requirements listed in LVMC
19.18 for Site Development Plan Review applications.

k. Additional Design Standards.
Additional design standards may be adopted for Union Park at a later
date.

6. Signage Standards.

a. Applicability.

The design, installation, and maintenance of all signs shall be in full

conformance with the requirements of LVMC 19.14, “Sign Standards,”

as revised and amended, except as otherwise provided herein.
b. General Signage Design Standards.

1. Colors and materials shall be consistent with the surrounding ar-
chitectural materials.

2. Signs shall be easily read from the pedestrian level. Significant con-
trast between the background and letter should be used to contribute
to the legibility of the information.

3. All freestanding signs shall be placed perpendicular to approaching
vehicular traffic for easy visibility. They should be located so that
vehicular site distances around entry drives and intersections are
not negatively affected.

c. Permitted Signage.

Only the following signs are permitted:

¢ Freestanding monument signs at entry points into the
planned development.

* Guide signs within the planned development to enhance
traffic circulation.

* Modular wall signs, including hanging signs and parapet
signs no greater than 50 square feet in area.

e Modular awning signs no greater than 25 square feet in
area.

¢ Public utility signs.

* Animated signs.

¢ Neon signs.

* Letters and/or copy incorporated into the architectural
structure of the building facade, parapet walls, or fascia as
part of the architectural expression.

d. Prohibited signage.

The following signs are expressly prohibited in the Parkway Center:

¢ Temporary A-frame signs.

* Beacon lights.
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* Bench signs.
* Changeable copy signs.
¢ Tethered balloons.
* General advertising signs.
* Magnetic signs.
¢ Portable signs.
* Paper, cloth or plastic streamers.
¢ Painted signs on display windows with temporary paint.
* Pennants.
* Roof signs.
¢ Statuary with lettering or graphics.
¢ Pole signs.
¢ Painted wall signs.
e. Specific Standards-Building Identification Signs.

All office buildings shall be identified with freestanding monument

signs oriented to streets and/or primary pedestrian routes. Identifi-

cation signs shall clearly display the building’s street address at the
top and provide space for appropriate recognition of the building’s
primary tenants. Building identification signs shall be located adja-
cent to a public right-of-way, and shall comply with all sight visibility
requirements at all street intersections and driveways. The sign shall
be located no more than 100 feet from the principal building on the
site.

f. Specific Standards-Wall Signs.

1. All signs shall fit within the architectural frame or sign band of
the storefront, or occupy the same square footage to enhance the
architectural character of the buildings.

2. The size of any sign shall be consistent with the proportions of the
scale of building elements in the fagade.

3. All signs should establish a facade rhythm, scale and proportion
where not currently existing.

4. Allsigns should be appropriate in color and texture to the building
on which it is placed.

5. No building signs shall be permitted above the bottom of the sec-
ond floor windowsill. Signs above this height may be allowed for
a maximum of two (2) tenants per office building or for the name
of a hotel and are limited letter signs, either illuminated or non-il-
luminated, with one (1) square box sign allowed in which a logo
can be illuminated.
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6. The identification of each building or store’s address is required.
A minimum of six-inch high numbers should be used to identify
the address. This should be located within ten (10) feet of the main
entry, and in conformance with LVMC 13.28.

7. Landscape Standards.

a. Drought Plan.
All landscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centennial Plan then Chapter 14.11 will
prevail.
b. General Landscape Design Standards.
A gradation of plant materials shall be planned, progressing from
low-maintenance, water conserving plants along streets and primary
pedestrian routes, to more concentrated planting schemes with more
lush plants and more intensive maintenance in public open spaces and
near building entrances. Larger landscape areas shall be predomi-
nantly low-maintenance, drought-tolerant materials. High-mainte-
nance materials shall be concentrated in areas where pedestrians will
frequently come into contact with them, such as at building entrances
and public plazas.
c. Minimum Landscape Area.
The minimum width of required landscape buffer areas per parcel
shall be as follows:
* Front yard (only when buildings are not located directly at the
build-to line as required):
¢ Side yard:
e Corner side yard (only when buildings are not located directly
at the build-to line as required):
¢ Rear yard:
d. Plant Coverage.
Trees are required in landscaped areas at the minimum rate of one (1)
tree per 500 square feet of landscape area; however, tree spacing shall
not exceed 30 feet on center. Trees provided in public rights-of-way
do not count towards this requirement. Trees shall be a minimum 36-
inch box, and a minimum of four 5-gallon shrubs shall be provided
for each required tree.
e. Landscape Maintenance.
All plant materials shall be maintained in good order, and shall receive
acceptable levels of professional maintenance per industry standards,
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including irrigation controls, fertilizer, staking, and pruning, as neces- 99
sary. Owners shall cause dead or dying plant materials to be replaced
within 30 days, with such replacements to match the mature size and
caliber of surrounding plant materials.
f. Cooperative Maintenance of Public Landscapes.
Consideration shall be given to the creation of a landscape maintenance
association, special improvement district, or some other organizational
tool for the maintenance of common landscape and landscape within
rights-of-way.

8. Construction Standards.

a. Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

b. Construction Fences. Construction fences within the Las Vegas
Downtown Centennial Plan area shall be subject to the requirements
listed in Title 19.18.100, “Temporary Commercial Permit.” In addition

to the requirements listed in Title 19.18.100, the following standards

shall also apply:

1. Any exposed plywood utilized for construction fencing shall be
painted. Where chain link fencing is utilized, a privacy screen shall
be utilized so as to screen and protect passersby from the construc-
tion activities.

2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4. Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
be designed per International Building Code Chapter 33, Section
3306 and permitted through the Building Department. Sidewalk
closures with pedestrian detouring will not be permitted in lieu of
the walkway canopy unless authorized by the City Traffic Engi-
neer.

c. Construction and Real Estate Signs. Permits for construction and real
estate signs shall be issued in accordance with Title 19.14. In addition,
the following standards shall apply:
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1. Construction signs shall be located on the same site as the approved 100
development, or on the same site as an approved construction yard
for that specific development. Real estate signs may be located on
the same site as the approved development, or on the same site as
an approved Temporary Real Estate Sales Office where allowed.

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate signs may be located directly on con-
struction fencing. In such cases, the minimum setback requirements,
maximum area requirements, minimum clearance requirements,
and maximum number requirements shall not be automatically
applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.
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G: CASINO CENTER CORE DISTRICT (MAP 16).

1. Site Planning Standards.

a.

Setbacks.

Front: 70% of the first story facade shall align along the front property
line. Arcades, shade structures, or civic amenities such as plazas and
courtyards may satisfy this requirement.

Corner Side: 70% of the first story fagade shall align along the front
property line. Arcades, shade structures, or civic amenities such as
plazas and courtyards may satisfy this requirement.

Side: No side yard setback is required.

Rear: No rear yard setback is required.

. Lot Coverage.

Lot coverage shall be limited only by setback requirements.

Height.

Height limits are not automatically applied as called for in Title
19.08.

. Service Area.

Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall orient away
and be screened from public view.

. Utilities.

Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. Inno
case shall they be located along the street frontage of the project.

All power lines shall be located underground from the nearest street
access to the project site.

Alleys.

Alleys that are not abandoned with new development shall be
redeveloped to conform to the standard alleyway treatment (Graphic
8).

. Encroachments.

No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.

2. Permitted Uses.
Per Title 19.04.010 Land Use Table.

3. Parking and Related Standards.

a

Title 19.10 Parking Standards are not automatically applied.
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b. Handicapped Parking. 103

Per Title 19.10(G).
c. Loading.

Per Title 19.10.020 Loading Standards are not automatically applied.
d. Parking Screening,
When parking lots face public streets, ornamental screen and landscap-
ing shall be incorporated (Graphic 9).
e. Parking Structures.
Parking structures shall have ground level retail, office and / or restau-
rant space incorporated into the design of the structure. Such structures
shall have no front or corner side setback (Graphic 10).
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architectural form of the primary and/or the surrounding buildings P

Exterior walls of all parking structures shall be designed as part of the

and shall incorporate the same materials, finishes and proportions of
the primary building.
Where parking structures do not incorporate ground level retail, office

and/or restaurant space then a ten-foot Jandscaped setback is required. TANDAR

N STAND:
PER DISTRICT

Said setback shall have sufficient enough landscaping as to block the
parking structure from view at the pedestrian level.

f. Temporary Parking.
When a development requires a temporary parking lot (up to 36
months), a solid parking surface and streetscape amenities are required,
but the interior landscaping requirements may be waived by filing a
Minor Review of Site Development Plan {Title 19.18.050F(2)}.

g. Parking Lot Development Standards.
All off-street surface parking lots shall be paved and include access
aisles and driveways. Surface treatments including paving and strip-
ing shall be maintained in good condition at all times.
Surface parking lots shall provide a minimum of one shade tree for
every six spaces in landscaped islands and/or on the perimeter of the
lot. A minimum of ten square feet of landscaped surface area must be
provided for each parking space.
Bumpers or tire stops shall be provided for all parking stalls heading
into a sidewalk, landscaped area, street, or alley. Each shall be installed
at a minimum of two-feet from the beginning of said sidewalk, land-
scaped area, street, or alley.
Parking spaces directly adjacent to buildings are forbidden.
All new developments shall provide and install light fixtures, benches,
trash receptacles and tree grates in accordance with the Las Vegas
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Downtown Centennial Plan area models and specifications. Placement 10 4
and spacing of light fixtures shall be as directed by Public Works.

h. Parking Lot Access.
When possible, adjacent parcels requiring access drives shall share a
common centrally located access drive.
Wherever a driveway is abandoned, the owner shall remove all drive-
way pavement and approach, re-install curb and gutter, and landscape
the area to match the adjacent landscaping/streetscape.

i. On-Street Valet Parking.
On-Street Valet parking is permitted within the Centennial Planning
area. Requests for an on-street valet parking permit must be made
in writing and shall be accompanied by a filing fee to the City Traffic
Engineer. A right-of-way usage fee may also apply. The City Traffic
Engineer is solely responsible for issuing on-street valet permits with
conditions that are in the best interest of the City and the general safety
of the public.

DESIGN STAND:
4. Streetscape Standards. PER DISTRICT

a. Right-of-Way Improvements.
All streets shall have a five foot amenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11).
The surface of the sidewalk should appear as a consistent pattern. At
the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.
The entire 10-foot width of public right-of-way sidewalks shall not
exceed a 2 percent slope.

b. North-South Streets.
Major north-south streets (Main, Casino Center, Fourth, and Las
Vegas Boulevard) shall be designed thematically with Deglet-Noor
Date Palms or similar type palms as the primary landscape element.
Said trees shall be 25 feet or greater in height and be spaced at 30-feet
increments. Southern Live Oak, Shoestring Acacia or African Sumac
shade trees may be provided between the palm trees with a minimum
height of 15-feet.
All other north-south streets shall only have shade trees (Photo 16).

c. East-West Streets.
East-west streets shall be designed thematically with Southern Live
Oak, Shoestring Acacia or African Sumac shade trees as the primary
landscape element. Said trees shall be 36-inch box trees at 15 to 20 feet

intervals.
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d. Flood Control Development Standards. 10 5
When the finished floor elevation of the ground floor of a building
must be raised above the grade of the adjacent public sidewalk due to
flood control purposes, any stairs or ramps to the new finished floor
elevation must be accommodated on private property and not within
the public right-of-way in order to maintain a consistent 10’ feet wide
public sidewalk. Said stairs or ramps should be accommodated within
an exterior arcade or similar architectural feature (Graphic 11).

e. Bus Turnouts. '

Charter bus drop-off areas shall be provided in close proximity to the
entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.

As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.

f. Other Improvements.

Supporting landscape and streetscape improvements shall be in-

i
A
PER DISTRICT

corporated into the streetscape design including lighting, and other
landscape elements such as freestanding planters, planter boxes and
hanging baskets.

Streetlights and decorative pedestrian lights shall be incorporated into
any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic
operations and must meet City of Las Vegas Department of Public
Works standards. Pedestrian lights should be placed in a clear geomet-
ric pattern with regular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.

5. Architectural Design Standards.

a. Roofs and rooftops shall be designed with consideration to views from
above. No highly reflective materials or contrasting colors shall be
used. All mechanical equipment shall be screened from street level
and surrounding building views.

b. Anarticulated roofline and/or an articulated cornice shall be designed
as a major feature at or near the top of all new buildings and be con-
tinuous on all sides (Graphic 12).

c. Extended, blank, expressionless walls at the street level shall be pro-
hibited. The use of expression lines and expression zones utilizing
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materials, colors, and/or relief shall be required in the pedestrian zone 106
to create visually interesting facades (Graphic 13).

d. The use of arcades, awnings and canopies on the ground floor of a
building is required unless waived by City Council as part of a site
development plan review. An encroachment agreement with Public
Works is required.

e. The main entry of the building from the street shall be appropriately
articulated in the architectural design of the building. This shall be
accomplished through change in materials, colors, and /or the amount
of detailing around the entry; having the entry slightly recessed or
protruding from the primary building line; and/or through the use
of canopies or awnings, etc. (Graphic 13).

f. Reflective or tinted glass shall not exceed 60 percent of the overall
exterior enclosure of any building. Reflectivity of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass or
non-reflective tinted glass with a visible light transmittance of about
60 percent shall be used on ground floors in all pedestrian-oriented

ALY s
PER DISTRICT

areas.

6. Signage Standards.

a. The design, installation, and maintenance of all signs shall be in full
conformance with current Title 19.14, Sign Standards as revised and
amended, except where Title 19.06.100, the Downtown Casino Overlay
District applies.

7. Landscape Standards.

a. Alllandscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centennial Plan then Chapter 14.11 will
prevail.

b. Landscape and irrigation plans may be combined on the same draw-
ing with required Site Development Plan when lot coverage allows
for perimeter landscaping.

c. AtStaff’s direction, perimeter landscaping may be required depending
on the design of the project and it’s relationship to the lot and/or the
surrounding area.

d. Where perimeter landscape is required, the minimum requirement
will be one 24” boxed tree every 20 feet on center with four (5) gallon
shrubs per each required tree.
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e. Ground covers shall be installed in all landscaped areas. Non-veg- 107
etative ground covers shall include, but not be limited to, rocks and
small stones, and crushed rock to a minimum depth of two inches in
all areas.

f. When a project is proposed with turf in it’s landscape design it will be
limited to a maximum of 25% of total landscaped area for commercial
and industrial projects and a maximum of 30% for a multi-family
project.

g. The clustering of plant material into groups of three or more plants is
encouraged.

h. All landscape and irrigation plans shall be prepared and stafnped by
a registered Architect, Landscape Architect, Residential Designer or
Civil Engineer.

i. The owner, developer and occupant of the property are jointly and
severally responsible for maintaining or assuring the ongoing main-
tenance of installed landscaping so that the landscaping continues to

S DOWNTOWN
AL D

thrive.

j- All landscape located within the public right-of-way shall have an

encroachment agreement from Public Works prior to installation.
8. Construction Standards.

a. Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

b. Construction Fences. Construction fences within the Las Vegas
Downtown Centennial Plan area shall be subject to the requirements
listed in Title 19.18.100, “Temporary Commercial Permit.” Inaddition
to the requirements listed in Title 19.18.100, the following standards
shall also apply:

1. Any exposed plywood utilized for construction fencing shall be
painted. Where chain link fencing is utilized, a privacy screen shall
be utilized so as to screen and protect passersby from the construc-
tion activities.

2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4. Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
be designed per International Building Code Chapter 33, Section
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3306 and permitted through the Building Department. Sidewalk
closures with pedestrian detouring will not be permitted in lieu of
the walkway canopy unless authorized by the City Traffic Engi-
neer.
c¢. Construction and Real Estate Signs. Permits for construction and real
estate signs shall be issued in accordance with Title 19.14. In addition,
the following standards shall apply:

1. Construction signs shall be located on the same site as the approved
development, or on the same site as an approved construction yard
for that specific development. Real estate signs may be located on
the same site as the approved development, or on the same site as
an approved Temporary Real Estate Sales Office where allowed.

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate signs may be located directly on con-
struction fencing. In such cases, the minimum setback requirements,
maximum area requirements, minimum clearance requirements,
and maximum number requirements shall not be automatically
applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.
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H: NORTHERN STRIP GATEWAY DISTRICT (MAP 17).

1. Site Planning Standards.

a.

Setbacks.

Front: 70% of the first story facade shall align along the front property
line. Arcades, shade structures, or civic amenities such as plazas and
courtyards may satisfy this requirement. Industrial zoned properties
are exempt from this requirement.

A required fifteen foot (15") setback from back of curb will include a
ten foot (10") wide sidewalk and a five foot (5') wide landscaped strip
in front of wall / fence.

Corner Side: 70% of the first story fagade shall align along the front
property line. Arcades, shade structures, or civic amenities such as
plazas and courtyards may satisfy this requirement.

Side: No side yard setback is required.

Rear: No rear yard setback is required.

. Lot Coverage.

Lot coverage shall be limited only by setback requirements.

Height.

Height limits are not automatically applied as called for in Title
19.08.

. Service Area.

Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall orient away
and be screened from public view.

. Utilities.

Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. In no
case shall they be located along the street frontage of the project.

All power lines shall be located underground from the nearest street
access to the project site.

Alleys.

Alleys that are not abandoned with new development shall be rede-
veloped to conform to the standard alleyway treatment (Graphic 8).

. Encroachments.

No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.
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h. Walls and Fences. 111
Decorative eight foot (8') solid block walls are permitted on all sides,
toinclude 20% contrasting material. When such walls are adjacenttoa
public street a three foot (3') wide landscape strip is required, utilizing
clustered three to five (3-5) gallon shrubs and one 15-gallon decorative
tree every 20 feet.
2. Permitted Uses.

Per Title 19.04.010 Land Use Table.

3. Parking and Related Standards.

a Title 19.10 Parking Standards are not automatically applied.
b. Handicapped Parking.
Per Title 19.10(G).
c¢. Loading.
Per Title 19.10.020 Loading Standards are not automatically applied.
d. Parking Screening.

When parking lots face public streets, ornamental screen and landscap-
ing shall be incorporated (Graphic 9).

e. Parking Structures.
Parking structures shall have ground level retail, office and/or restau-
rant space incorporated into the design of the structure. Such structures
shall have no front or corner side setback (Graphic 10).
Exterior walls of all parking structures shall be designed as part of the
architectural form of the primary and/or the surrounding buildings
and shall incorporate the same materials, finishes and proportions of
the primary building.
Where parking structures do not incorporate ground level retail, office
and/or restaurant space then a ten-foot landscaped setback is required.
Said setback shall have sufficient enough landscaping as to block the
parking structure from view at the pedestrian level.

f. Temporary Parking.
When a development requires a temporary parking lot (up to 36
months), a solid parking surface and streetscape amenities are required,
but the interior landscaping requirements may be waived by filing a
Minor Review of Site Development Plan {Title 19.18.050F(2)}.

g. Parking Lot Development Standards.
All off-street surface parking lots shall be paved and include access
aisles and driveways. Surface treatments including paving and strip-
ing shall be maintained in good condition at all times.
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Surface parking lots shall provide a minimum of one shade tree for 112
every six spaces in landscaped islands and/or on the perimeter of the
lot. A minimum of ten square feet of landscaped surface area must be
provided for each parking space.
Bumpers or tire stops shall be provided for all parking stalls heading
into a sidewalk, landscaped area, street, or alley. Each shall be installed
at a minimum of two-feet from the beginning of said sidewalk, land-
scaped area, street, or alley.
Parking spaces directly adjacent to buildings are forbidden.
All new developments shall provide and install light fixtures, benches,
trash receptacles and tree grates in accordance with the Las Vegas
Downtown Centennial Plan area models and specifications. Placement
and spacing of light fixtures shall be as directed by Public Works.

h. Parking Lot Access.
When possible, adjacent parcels requiring access drives shall share a
common centrally located access drive.

Wherever a driveway is abandoned, the owner shall remove all drive- TANDARI

PER DISTRICT,

way pavement and approach, re-install curb and gutter, and landscape
the area to match the adjacent landscaping/streetscape.
i. On-Street Valet Parking.

On-Street Valet parking is permitted within the Centennial Planning
area. Requests for an on-street valet parking permit must be made
in writing and shall be accompanied by a filing fee to the City Traffic
Engineer. A right-of-way usage fee may also apply. The City Traffic
Engineer is solely responsible for issuing on-street valet permits with
conditions that are in the best interest of the City and the general safety
of the public.

4. Streetscape Standards.

a. Right-of-Way Improvements.
All streets shall have a five foot amenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11).
The surface of the sidewalk should appear as a consistent pattern. At
the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.
The entire 10-foot width of public right-of-way sidewalks shall not
exceed a 2 percent slope.

b. North-South Streets.
Major north-south streets (Main, Casino Center, Fourth, and Las
Vegas Boulevard) shall be designed thematically with Deglet-Noor
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Date Palms or similar type palms as the primary landscape element.
Said trees shall be 25 feet or greater in height and be spaced at 30-feet
increments. Southern Live Oak, Shoestring Acacia or African Sumac
shade trees may be provided between the palm trees with a minimum
height of 15-feet.

All other north-south streets shall only have shade trees (Photo 16).

. East-West Streets.

East-west streets shall be designed thematically with Southern Live
Oak, Shoestring Acacia or African Sumac shade trees as the primary
landscape element. Said trees shall be 36-inch box trees at 15 to 20 feet
intervals.

. Flood Control Development Standards.

When the finished floor elevation of the ground floor of a building

must be raised above the grade of the adjacent public sidewalk due to

flood control purposes, any stairs or ramps to the new finished floor
elevation must be accommodated on private property and not within
the public right-of-way in order to maintain a consistent 10 feet wide
public sidewalk. Said stairs or ramps should be accommodated within
an exterior arcade or similar architectural feature (Graphic 11).

. Bus Turnouts.

Charter bus drop-off areas shall be provided in close proximity to the
entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.

As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.

. Other Improvements.

Supporting landscape and streetscape improvements shall be in-
corporated into the streetscape design including lighting, and other
landscape elements such as freestanding planters, planter boxes and
hanging baskets.

Streetlights and decorative pedestrian lights shall be incorporated into
any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic
operations and must meet City of Las Vegas Department of Public
Works standards. Pedestrian lights should be placed in a clear geomet-
ric pattern with regular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.
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5. Architectural Design Standards. 114

a. Roofs and rooftops shall be designed with consideration to views from
above. No highly reflective materials or contrasting colors shall be
used. All mechanical equipment shall be screened from street level
and surrounding building views.

b. Anarticulated roofline and/or an articulated cornice shall be designed
as a major feature at or near the top of all new buildings and be con-
tinuous on all sides (Graphic 12).

c. Extended, blank, expressionless walls at the street level shall be pro-
hibited. The use of expression lines and expression zones utilizing
materials, colors, and/ or relief shall be required in the pedestrian zone
to create visually interesting facades (Graphic 13).

d. The use of arcades, awnings and canopies on the ground floor of a
building is required unless waived by City Council as part of a site
development plan review. An encroachment agreement with Public
Works is required. o

e. The main entry of the building from the street shall be appropriately JESIOR STARDARDS

articulated in the architectural design of the building. This shall be

accomplished through change in materials, colors, and/ or the amount

of detailing around the entry; having the entry slightly recessed or
protruding from the primary building line; and/or through the use
of canopies or awnings, etc. (Graphic 13).

f. Reflective or tinted glass shall not exceed 60 percent of the overall
exterior enclosure of any building. Reflectivity of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass or
non-reflective tinted glass with a visible light transmittance of about
60 percent shall be used on ground floors in all pedestrian-oriented

areas.

6. Signage Standards.

a. The design, installation, and maintenance of all signs shall be in full
conformance with current Title 19.14, Sign Standards as revised and

amended.

7. Landscape Standards.

a. Alllandscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centennial Plan then Chapter 14.11 will
prevail.
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b. Landscape and irrigation plans may be combined on the same draw- 115
ing with required Site Development Plan when lot coverage allows
for perimeter landscaping.

c. AtStaff’s direction, perimeter landscaping may be required depending
on the design of the project and it’s relationship to the lot and/or the
surrounding area.

d. Where perimeter landscape is required, the minimum requirement
will be one 24” boxed tree every 20 feet on center with four (5) gallon
shrubs per each required tree.

e. Ground covers shall be installed in all landscaped areas. Non-veg-
etative ground covers shall include, but not be limited to, rocks and
small stones, and crushed rock to a minimum depth of two inches in
all areas.

f. When a project is proposed with turf in it's landscape design it will be
limited to a maximum of 25% of total landscaped area for commercial
and industrial projects and a maximum of 30% for a multi-family

AS DOWNTOWN
INN :
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g. The clustering of plant material into groups of three or more plants is
encouraged.

h. All landscape and irrigation plans shall be prepared and stamped by
a registered Architect, Landscape Architect, Residential Designer or
Civil Engineer.

i. The owner, developer and occupant of the property are jointly and
severally responsible for maintaining or assuring the ongoing main-
tenance of installed landscaping so that the landscaping continues to
thrive.

j. All landscape located within the public right-of-way shall have an
encroachment agreement from Public Works prior to installation.

8. Construction Standards.

a. Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

b. Construction Fences. Construction fences within the Las Vegas
Downtown Centennial Plan area shall be subject to the requirements
listed in Title 19.18.100, “Temporary Commercial Permit.” In addition
to the requirements listed in Title 19.18.100, the following standards
shall also apply:
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1. Any exposed plywood utilized for construction fencing shall be
painted. Where chain link fencing is utilized, a privacy screen shall
be utilized so as to screen and protect passersby from the construc-
tion activities. '

2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4. Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
be designed per International Building Code Chapter 33, Section
3306 and permitted through the Building Department. Sidewalk
closures with pedestrian detouring will not be permitted in lieu
of the walkway canopy unless authorized by the City traffic engi-
neer.

¢. Construction and Real Estate Signs. Permits for construction and real
estate signs shall be issued in accordance with Title 19.14. In addition,
the following standards shall apply:

1. Construction signs shall be located on the same site as the approved
development, or on the same site as an approved construction yard
for that specific development. Real estate signs may be located on
the same site as the approved development, or on the same site as
an approved Temporary Real Estate Sales Office where allowed.

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate signs may be located directly on con-
struction fencing. In such cases, the minimum setback requirements,
maximum area requirements, minimum clearance requirements,
and maximum number requirements shall not be automatically
applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.
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I: EAST FREMONT DISTRICT (MAP 18).

1. Site Planning Standards.

a.

Setbacks.

Front: 70% of the first story facade shall align along the front property
line. Arcades, shade structures, or civic amenities such as plazas and
courtyards may satisfy this requirement.

Corner Side: 70% of the first story facade shall align along the front
property line. Arcades, shade structures, or civic amenities such as
plazas and courtyards may satisfy this requirement.

Side: No side yard setback is required.

Rear: No rear yard setback is required.

. Lot Coverage.

Lot coverage shall be limited only by setback requirements.

. Height.

Height limits are not automatically applied as called for in Title
19.08.

. Service Area.

Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall orient away
and be screened from public view.

. Utilities.

Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. Inno
case shall they be located along the street frontage of the project.

All power lines shall be located underground from the nearest street
access to the project site.

Alleys.

Alleys that are not abandoned with new development shall be
redeveloped to conform to the standard alleyway treatment (Graphic
8).

. Encroachments.

No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.

2. Permitted Uses.
Per Title 19.04.010 Land Use Table.

3. Parking and Related Standards.

a

Title 19.10 Parking Standards are not automatically applied.
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b. Handicapped Parking,. 119

Per Title 19.10(G).
c. Loading.

Per Title 19.10.020 Loading Standards are not automatically applied.
d. Parking Screening.
When parking lots face public streets, ornamental screen and landscap-
ing shall be incorporated (Graphic 9).
e. Parking Structures.
Parking structures shall have ground level retail, office and / or restau-
rant space incorporated into the design of the structure. Such structures
shall have no front or corner side setback (Graphic 10).
Exterior walls of all parking structures shall be designed as part of the
architectural form of the primary and/or the surrounding buildings
and shall incorporate the same materials, finishes and proportions of
the primary building,.
Where parking structures do not incorporate ground level retail, office VEGAS DOWSTOWN

N

ON STANDARI

MN D17 1
PER DISTRICT

and/or restaurant space then a ten-foot landscaped setback is required.

Said setback shall have sufficient enough landscaping as to block the
parking structure from view at the pedestrian level.

f. Temporary Parking.
When a development requires a temporary parking lot (up to 36
months), a solid parking surface and streetscape amenities are required,
but the interior landscaping requirements may be waived by filing a
Minor Review of Site Development Plan {Title 19.18.050F(2)}.

g. Parking Lot Development Standards.
All off-street surface parking lots shall be paved and include access
aisles and driveways. Surface treatments including paving and strip-
ing shall be maintained in good condition at all times.
Surface parking lots shall provide a minimum of one shade tree for
every six spaces in landscaped islands and/ or on the perimeter of the
lot. Aminimum of ten square feet of landscaped surface area must be
provided for each parking space.
Bumpers or tire stops shall be provided for all parking stalls heading
into a sidewalk, landscaped area, street, or alley. Each shall be installed
at a minimum of two-feet from the beginning of said sidewalk, land-
scaped area, street, or alley.
Parking spaces directly adjacent to buildings are forbidden.
Allnew developments shall provide and install light fixtures, benches,
trash receptacles and tree grates in accordance with the Centennial
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Plan area models and specifications. Placement and spacing of light 120
fixtures shall be as directed by Public Works.

h. Parking Lot Access.
When possible, adjacent parcels requiring access drives shall share a
common centrally located access drive.
Wherever a driveway is abandoned, the owner shall remove all drive-
way pavement and approach, re-install curb and gutter, and landscape
the area to match the adjacent landscaping/streetscape.

i. On-Street Valet Parking.
On-Street Valet parking is permitted within the Centennial Planning
area. Requests for an on-street valet parking permit must be made
in writing and shall be accompanied by a filing fee to the City Traffic .
Engineer. A right-of-way usage fee may also apply. The City Traffic
Engineer is solely responsible for issuing on-street valet permits with
conditions that are in the best interest of the City and the general safety
of the public.

4, Streetscape Standards.

a. Right-of-Way Improvements.
All streets shall have a five foot amenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11).
The surface of the sidewalk should appear as a consistent pattern. At
the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.
The entire 10-foot width of public right-of-way sidewalks shall not
exceed a 2 percent slope.

b. East-West Streets.
Fremont Street shall be designed thematically with Southern Live
Oak, Shoestring Acacia or African Sumac shade trees as the primary
landscape element. Said trees shall be 36-inch box trees at 15 to 20 feet
intervals.

¢. Flood Control Develbpment Standards.
When the finished floor elevation of the ground floor of a building
must be raised above the grade of the adjacent public sidewalk due to
flood control purposes, any stairs or ramps to the new finished floor
elevation must be accommodated on private property and not within
the public right-of-way in order to maintain a consistent 10 feet wide
public sidewalk. Said stairs or ramps should be accommodated within
an exterior arcade or similar architectural feature (Graphic 11).
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d. Bus Turnouts. 121
Charter bus drop-off areas shall be provided in close proximity to the
entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.

As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.

e. Other Improvements.

Supporting landscape and streetscape improvements shall be in-
corporated into the streetscape design including lighting, and other
landscape elements such as freestanding planters, planter boxes and
hanging baskets.

Streetlights and decorative pedestrian lights shall be incorporated into
any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic
operations and must meet City of Las Vegas Department of Public

STANDARD

JIU { q
PER DISTRICT,

Works standards. Pedestrian lights should be placed in a clear geomet-

ric pattern with regular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.

5. Architectural Design Standards.

a. Roofs and rooftops shall be designed with consideration to views from
above. No highly reflective materials or contrasting colors shall be
used. All mechanical equipment shall be screened from street level
and surrounding building views.

b. Anarticulated roofline and/or an articulated cornice shall be designed
as a major feature at or near the top of all new buildings and be con-
tinuous on all sides (Graphic 12).

¢. Extended, blank, expressionless walls at the street level shall be pro-
hibited. The use of expression lines and expression zones utilizing
materials, colors, and/ or relief shall be required in the pedestrian zone
to create visually interesting facades (Graphic 13).

d. The use of arcades, awnings and canopies on the ground floor of a
building is required unless waived by City Council as part of a site
development plan review. An encroachment agreement with Public
Works is required.

e. The main entry of the building from the street shall be appropriately
articulated in the architectural design of the building. This shall be

LAS VEGAS DOWNTOWN CENTENNIAL PLAN

FINAL DRAFT 6/21/06



accomplished through change in materials, colors, and/or the amount
of detailing around the entry; having the entry slightly recessed or
protruding from the primary building line; and/or through the use
of canopies or awnings, etc. (Graphic 13).

Reflective or tinted glass shall not exceed 60 percent of the overall
exterior enclosure of any building. Reflectivity of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass or
non-reflective tinted glass with a visible light transmittance of about
60 percent shall be used on ground floors in all pedestrian-oriented

areas.

6. Signage Standards.

a.

The design, installation, and maintenance of all signs shall be in full
conformance with current Title 19.14, Sign Standards as revised and
amended.

7. Landscape Standards.

a.

Alllandscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centennial Plan then Chapter 14.11 will
prevail.

. Landscape and irrigation plans may be combined on the same draw-

ing with required Site Development Plan when lot coverage allows
for perimeter landscaping.

At Staff’s direction, perimeter landscaping may be required depending
on the design of the project and it’s relationship to the lot and/or the
surrounding area.

. Where perimeter landscape is required, the minimum requirement

will be one 24” boxed tree every 20 feet on center with four (5) gallon
shrubs per each required tree.

. Ground covers shall be installed in all landscaped areas. Non-veg-

etative ground covers shall include, but not be limited to, rocks and
small stones, and crushed rock to a minimum depth of two inches in
all areas.

When a project is proposed with turf in it’s landscape design it will be
limited to a maximum of 25% of total landscaped area for commercial
and industrial projects and a maximum of 30% for a multi-family
project.
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h.

The clustering of plant material into groups of three or more plants is
encouraged.

All landscape and irrigation plans shall be prepared and stamped by
a registered Architect, Landscape Architect, Residential Designer or
Civil Engineer.

The owner, developer and occupant of the property are jointly and
severally responsible for maintaining or assuring the ongoing main-
tenance of installed landscaping so that the landscaping continues to
thrive.

. All landscape located within the public right-of-way shall have an

encroachment agreement from Public Works prior to installation.

8. Construction Standards.

a.

C.

Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

. Construction Fences. Construction fences within the Las Vegas

Downtown Centennial Plan area shall be subject to the requirements
listed in Title 19.18.100, “Temporary Commercial Permit.” In addition
to the requirements listed in Title 19.18.100, the following standards
shall also apply:

1. Any exposed plywood utilized for construction fencing shall be
painted. Where chain link fencing is utilized, a privacy screen shall
be utilized so as to screen and protect passersby from the construc-
tion activities.

2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4. Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
be designed per International Building Code Chapter 33, Section
3306 and permitted through the Building Department. Sidewalk
closures with pedestrian detouring will not be permitted in lieu
of the walkway canopy unless authorized by the City traffic engi-
neer.

Construction and Real Estate Signs. Permits for construction and real

estate signs shall be issued in accordance with Title 19.14. In addition,

the following standards shall apply:
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1. Construction signs shall be located on the same site as the approved 12 4
development, or on the same site as an approved construction yard
for that specific development. Real estate signs may be located on
the same site as the approved development, or on the same site as
an approved Temporary Real Estate Sales Office where allowed.

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate signs may be located directly on con-
struction fencing. Insuch cases, the minimum setback requirements,
maximum area requirements, minimum clearance requirements,
and maximum number requirements shall not be automatically
applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.
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J: EAST FREMONT ENTERTAINMENT DISTRICT (MAP 19).

1. Site Planning Standards.

a.

Setbacks.

Front: 70% of the first story fagade shall align along the front property
line. Arcades, shade structures, or civic amenities such as plazas and
courtyards may satisfy this requirement.

Corner Side: 70% of the first story fagade shall align along the front
property line. Arcades, shade structures, or civic amenities such as
plazas and courtyards may satisfy this requirement.

Side: No side yard setback is required.

Rear: No rear yard setback is required.

. Lot Coverage.

Lot coverage shall be limited only by setback requirements.

. Height.

Height limits are not automatically applied as called for in Title
19.08.

. Service Area.

Service areas and loading docks shall not be located at frontage lines.
All auto-related facilities (working bays, storage, etc.) shall orient away
and be screened from public view.

. Utilities.

Utility vaults shall be located underground for all new developments.
Ideally, these will be incorporated within the building footprint. Inno
case shall they be located along the street frontage of the project.

All power lines shall be located underground from the nearest street
access to the project site.

Alleys.

Alleys that are not abandoned with new development shall be
redeveloped to conform to the standard alleyway treatment (Graphic
8).

. Encroachments.

No aerial encroachments are permitted. No vacations of the street right-
of-way shall be permitted for expanding the building footprint.

2. Permitted Uses.
Per Title 19.04.010 Land Use Table.

3. Parking and Related Standards.

a

Title 19.10 Parking Standards are not automatically applied.
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b. Handicapped Parking. 127

Per Title 19.10(G).
c. Loading,.
Per Title 19.10.020 Loading Standards are not automatically applied.
d. Parking Screening,.
When parking lots face public streets, ornamental screen and landscap-
ing shall be incorporated (Graphic 9).
e. Parking Structures.
Parking structures shall have ground level retail, office and/ or restau-
rant space incorporated into the design of the structure. Such structures
shall have no front or corner side setback (Graphic 10).
Exterior walls of all parking structures shall be designed as part of the
architectural form of the primary and/or the surrounding buildings
and shall incorporate the same materials, finishes and proportions of
the primary building.
Where parking structures do not incorporate ground level retail, office
and/or restaurant space then a ten-foot landscaped setback is required.

N STA
PER DISTRIC

Said setback shall have sufficient enough landscaping as to block the
parking structure from view at the pedestrian level.

f. Temporary Parking.
When a development requires a temporary parking lot (up to 36
months), a solid parking surface and streetscape amenities are required,
but the interior landscaping requirements may be waived by filing a
Minor Review of Site Development Plan {Title 19.18.050F(2)}.

g. Parking Lot Development Standards.
All off-street surface parking lots shall be paved and include access
aisles and driveways. Surface treatments including paving and strip-
ing shall be maintained in good condition at all times.
Surface parking lots shall provide a minimum of one shade tree for
every six spaces in landscaped islands and/or on the perimeter of the
lot. Aminimum of ten square feet of landscaped surface area must be
provided for each parking space.
Bumpers or tire stops shall be provided for all parking stalls heading
into a sidewalk, landscaped area, street, or alley. Each shall be installed
at a minimum of two-feet from the beginning of said sidewalk, land-
scaped area, street, or alley.
Parking spaces directly adjacent to buildings are forbidden.
All new developments shall provide and install light fixtures, benches,
trash receptacles and tree grates in accordance with the Centennial
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Plan area models and specifications. Placement and spacing of light 128
fixtures shall be as directed by Public Works.

h. Parking Lot Access.
When possible, adjacent parcels requiring access drives shall share a
common centrally located access drive.
Wherever a driveway is abandoned, the owner shall remove all drive-
way pavement and approach, re-install curb and gutter, and landscape
the area to match the adjacent landscaping/streetscape.

i. On-Street Valet Parking.
On-Street Valet parking is permitted within the Centennial Planning
area. Requests for an on-street valet parking permit must be made
in writing and shall be accompanied by a filing fee to the City Traffic
Engineer. A right-of-way usage fee may also apply. The City Traffic
Engineer is solely responsible for issuing on-street valet permits with
conditions that are in the best interest of the City and the general safety
of the public.

YOWNTOWN

JESIGN STANDARDS
4. Streetscape Standards. PER DISTRICT

a. Right-of-Way Improvements.
All streets shall have a five foot amenity zone and a 10 foot wide,
unobstructed sidewalk (Graphic 11).
The surface of the sidewalk should appear as a consistent pattern. At
the corners, the sidewalk must ramp down to provide for handicapped
access and have stamped pattern concrete.
The entire 10-foot width of public right-of-way sidewalks shall not
exceed a 2 percent slope.

b. North-South Streets.
Major north-south streets (Main, Casino Center, Fourth, and Las
Vegas Boulevard) shall be designed thematically with Deglet-Noor
Date Palms or similar type palms as the primary landscape element.
Said trees shall be 25 feet or greater in height and be spaced at 30-feet
increments. Southern Live Oak, Shoestring Acacia or African Sumac
shade trees may be provided between the palm trees with a minimum
height of 15-feet.
All other north-south streets shall only have shade trees (Photo 16).

c. East-West Streets.
East-west streets shall be designed thematically with Southern Live
Oak, Shoestring Acacia or African Sumac shade trees as the primary
landscape element. Said trees shall be 36-inch box trees at 15 to 20 feet
intervals.
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d. Flood Control Development Standards. 1 29
When the finished floor elevation of the ground floor of a building
must be raised above the grade of the adjacent public sidewalk due to
flood control purposes, any stairs or ramps to the new finished floor
elevation must be accommodated on private property and not within
the public right-of-way in order to maintain a consistent 10" feet wide
public sidewalk. Said stairs or ramps should be accommodated within
an exterior arcade or similar architectural feature (Graphic 11).

e. Bus Turnouts.

Charter bus drop-off areas shall be provided in close proximity to the
entrances of newly constructed hotels. Parking for buses shall be ac-
commodated off-site or in a remote, non-obtrusive location so as not
to interfere with the normal flow of traffic.

As appropriate, public bus turnouts shall be required to accommodate
bus stops outside existing travel lanes as required by Public Works.

f. Other Improvements.

VNTOWN

Supporting landscape and streetscape improvements shall be in-  [JINIgi§

STANLY
PER DISTRICT

corporated into the streetscape design including lighting, and other
landscape elements such as freestanding planters, planter boxes and
hanging baskets.

Streetlights and decorative pedestrian lights shall be incorporated into
any new streetscape improvements per district standards. Overhead
lights must provide the ambient light necessary for safety and traffic
operations and must meet City of Las Vegas Department of Public
Works standards. Pedestrian lights should be placed in a clear geomet-
ric pattern with fegular spacing to add a sense of order to the street.
Roadway lighting shall be installed per the Public Works approved
standards.

5. Architectural Design Standards.

a. Roofs and rooftops shall be designed with consideration to views from
above. No highly reflective materials or contrasting colors shall be
used. All mechanical equipment shall be screened from street level
and surrounding building views.

b. Anarticulated roofline and /or an articulated cornice shall be designed
as a major feature at or near the top of all new buildings and be con-
tinuous on all sides (Graphic 12).

¢. Extended, blank, expressionléss walls at the street level shall be pro-
hibited. The use of expression lines and expression zones utilizing
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materials, colors, and/ or relief shall be required in the pedestrian zone 130
to create visually interesting facades (Graphic 13).

d. The use of arcades, awnings and canopies on the ground floor of a
building is required unless waivecl by City Council as part of a site
development plan review. An encroachment agreement with Public
Works is required.

e. The main entry of the building from the street shall be appropriately
articulated in the architectural design of the building. This shall be
accomplished through change in materials, colors, and/or the amount
of detailing around the entry; having the entry slightly recessed or
protruding from the primary building line; and/or through the use
of canopies or awnings, etc. (Graphic 13).

f. Reflective or tinted glass shall not exceed 60 percent of the overall
exterior enclosure of any building. Reflectivity of any glass shall not
exceed 22 percent reflectivity index. Only non-reflective clear glass or
non-reflective tinted glass with a visible light transmittance of about
60 percent shall be used on ground floors in all pedestrian-oriented

IN i
PER DISTRICT

areas.

6. Signage Standards.

a. The design, installation, and maintenance of all signs shall be in full
conformance with current Title 19.06.100, Downtown Casino Overlay
District as revised and amended.

7. Landscape Standards.

a. Alllandscape plans must comply with the City of Las Vegas Municipal
Code Chapter 14.11 Drought Plan. Where landscape standards differ
in the Las Vegas Downtown Centermnial Plan then Chapter 14.11 will
prevail.

b. Landscape and irrigation plans may be combined on the same draw-
ing with required Site Development Plan when lot coverage allows
for perimeter landscaping.

c. AtStaff’s direction, perimeter landscaping may be required depending
on the design of the project and it’s relationship to the lot and/or the
surrounding area.

d. Where perimeter landscape is required, the minimum requirement
will be one 24” boxed tree every 20 feet on center with four (5) gallon
shrubs per each required tree.
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e. Ground covers shall be installed in all landscaped areas. Non-veg- 131
etative ground covers shall include, but not be limited to, rocks and
small stones, and crushed rock to a minimum depth of two inches in
all areas.

f. When a project is proposed with turf in it’s landscape design it will be
limited to a maximum of 25% of total landscaped area for commercial
and industrial projects and a maximum of 30% for a multi-family
project.

g. The clustering of plant material into groups of three or more plants is
encouraged.

h. All landscape and irrigation plans shall be prepared and stamped by
a registered Architect, Landscape Architect, Residential Designer or

Civil Engineer.
N ‘ i. The owner, developer and occupant of the property are jointly and
" severally responsible for maintaining or assuring the ongoing main-

tenance of installed landscaping so that the landscaping continues to
thrive.

j. All landscape located within the public right-of-way shall have an
encroachment agreement from Public Works prior to installation.

8. Construction Standards.

a. Noise. The entire Las Vegas Downtown Centennial Plan area shall be
considered a commercial use district as related to the noise ordinance,
per Title 9.16.

b. Construction Fences. Construction fences within the Las Vegas
Downtown Centennial Plan area shall be subject to the requirements
listed in Title 19.18.100, “Temporary Commercial Permit.” Inaddition

‘ to the requirements listed in Title 19.18.100, the following standards
shall also apply:

1. Any exposed plywood utilized for construction fencing shall be
painted. Where chain link fencing is utilized, a privacy screen shall
be utilized so as to screen and protect passersby from the construc-
tion activities.

2. The construction fencing shall not be allowed to encroach public
rights-of-way, except as otherwise approved by the City Traffic
Engineer or designee.

3. The construction fencing shall be no higher than 12 feet.

4. Plywood fencing with a canopy over the sidewalk providing a cov-
ered walkway shall be required wherever multi-level construction is
occurring adjacent to the sidewalk. These covered walkways must
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be designed per International Building Code Chapter 33, Section 132
3306 and permitted through the Building Department. Sidewalk
closures with pedestrian detouring will not be permitted in lieu of
the walkway canopy unless authorized by the City Traffic Engi-
neer.

c. Construction and Real Estate Signs. Permits for construction and real
estate signs shall be issued in accordance with Title 19.14. In addition,
the following standards shall apply:

1. Construction signs shall be located on the same site as the approved
development, or on the same site as an approved construction yard
for that specific development. Real estate signs may be located on
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the same site as the approved development, or on the same site as \

an approved Temporary Real Estate Sales Office where allowed. RN

2. Complimentary directional signage is permitted only for businesses
that are directly affected by the new project.

3. Construction and real estate signs may be located directly on con-

struction fencing. In such cases, the minimum setback requirements,

maximum area requirements, rninimum clearance requirements,
and maximum number requirements shall not be automatically
applied. Such signage shall be issued via a tremporary sign permit.
Freestanding construction and real estate signs shall be subject to
the requirements listed in Title 19.14.090.
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